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legend of symbols

2-fold locking

3-fold locking

Riddle grate

24-hour continuous operation

Ash pan

efficiency

fuel wood cm

fuel woodbriquettes

 fuel brown coal briquettes

Heat dissipation: water/room

external air connection Ø mm

smoke outlet at top : Ø mm

smoke outlet at back 
and/or the side: Ø mm

Area of thermal output kW

fire chamber opening H/W mm

fire chamber H/W/d mm

flue connection Ø mm

Height to pipe connection centre mm

Height to pipe connection centre
to pipe centre laterally/rear mm

Height up to lower edge of flue collar mm

oven
H/W/d mm

Automatic auxiliary ignition

electric ignition

Water capacity litre

oil-consumption
min./max. l/h

Tankage in l or kg



ConTenTs

Wood sToVes P. 7 HydRoniC sToVes P. 44 PelleT sToVes P. 57 fiRe PlACe seTs P. 81 fiRe PlACe inseRTs P. 93

RAnge CookeRs P. 98 oil sToVes P.121 ACCessoRies P. 129 TeCniCAl dATA P. 131
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Proven and  
tested for over 160 years

With a team of over 450 employees at several production sites we are the manufacturers 
of our own stoves and ovens. As a full-range provider, we offer our customers a wide range 
of wood stoves, stoves with boilers, pellet stoves, oil stoves as well as fireplace sets and 
inserts, cookers and the associated accessories.

We have our own development department and set new standards in the area of research 
and development. first-class design, luxury materials, high-quality surfaces and a wide 
spectrum of colours unite the look and function of our stoves into a harmonious whole.  
best quality means meeting the highest demands regarding technology, functionality and 
features.  

We have a close network of distribution partners in germany and abroad and are thus 
among the leading manufacturers in central europe. 
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Our Customer Service guarantees:

+ nationwide support coverage provides rapid assistance

+ 4,000 permanently available items in the central spare parts warehouse ensure timely delivery          

+ long delivery availability of all wearing parts ensures long service life for your stove                                                                     

+ instructions available to download from www.haassohn.com

best service

for satisfied 

customers
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ecological

responsibility 

for a clean

future

With »CleAn TeCHnology« we have set an extremely clear signal as this standard makes our 
oven and stove products of the future.

Today, the stoves produced by Haas+sohn are so clean in use, that they need not be equipped 
with a fi lter or a catalyst. This also makes any exchange, disposal or refitting redundant. Thus, with 
a clear conscience you may provide a warm, comfortable atmosphere in your home and enjoy the 
amenities of our products!

All Haas+sohn stoves and cookers (excluding slow-burning and oil stoves and studioline) have 
the CleAn TeCHnology seal of approval and therefore meet eU environment standards and 
climate legislation.

internal Haas+sohn guidelines for achieving of seal of quality: dust < 40 mg/m³; degree of efficiency > 80% . 

CleAn TeCHnology is a registered trademark.

YOur advantaGeS

+ less soot

+ reduced cleaning effort

+ enhanced quality of life

+ more comfort (of the home)

+ neither filter nor catalyst necessary

+ thus no exchange, refitting or disposal necessary, no waste disposal 

+ less particulate air pollution

+ optimally prepared for future heating standards
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Wood stoves – 

economical and 

comfortable

easy Control is the patented* operating concept for the air control 
used in the new-generation fireplace stoves. you benefit from easy, 
convenient and safe operation in an ergonomically pleasing position.

YOur advantaGeS
+ simple and safe operation                                                                                

+ less soot due to new combustion technology

+ minimal cleaning required

+ maximum savings on heating costs

+ enhanced degree of efficiency – more heat with less wood

+ unobstructed view of the flames due to permanent glass air flushing

* AT patent nr. 507930
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 Automatic air control

The air intake is automatically controlled without power connection and with 

constant efficiency. This ensures clean combustion. it requires less cleaning 

and, in addition, saves heating costs. 

  Automatic air and power control for coal

The patented dual Control function allows the stove temperature to be 
set with automatic control in coal operation and ensures a consistent 
room temperature with constant heat dissipation. Whether wood or 
coal, the automatic regulation controls the volume of air supplied and 
thus ensures excellent efficiency. With optimal ease of use, heating cost 
savings and clean combustion. 

1. Wood operation The HigHeR the combustion temperature, the 
moRe air gets into the combustion zone for clean 
and complete combustion without producing any 
soot. 

2. Coal operation The HigHeR the combustion temperature, the less 
air gets into the combustion zone for long glowing 
of the coal and long-lasting heat dissipation.

Easy Control

All three air inlets are easily and conveniently controlled with the Easy 
Control air control with just one lever. And this is how it works:

1. start/heating 
up:

To provide sufficient air for heating up, switch to heating up 
until the fire has taken evenly over the fuel.

2. Heating mode: After heating up, for clean and efficient combustion, push 
the lever to heating mode.

3. switching off: To prevent the room rapidly cooling down, after heating 
switch to zero. by closing the air supply the heat of the stove 
remains in the room and you can enjoy it for hours.

External air connection

by predominantly using external air for the combustion, you save heating 
costs. enjoy safer and smoother operation, as well as the benefits of cleaner 
combustion.

While not heating - lockable supply air connection

The air inlet can be closed while the stove is not in use, which prevents the 
warm room air from escaping through the fireplace.

Automatic door lock

The door gently closes and locks – elegant and reliable.

Slow coal combustion

embers from brown coal can provide continuous heat for up to 12 hours. 
you also enjoy the added benefit of lower fuel consumption and optimal 
ease of use.

PRodUCT HigHligHTs Wood sToVes
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Heat accumulator

yoUR AdVAnTAges: The long-lasting heat radiation will enable you to save energy and heating costs and to enjoy a long period of heat radiation.

Heat storage stone: With up to 10 hours of heat radiation, you can enjoy enhanced comfort whilst saving time, money and fuel.

Heat storage block: optional accessories for the olbiA, fiCUs-iii, fiCUs-ii-RlU, inZell, kAliUs-iii, kAliUs-ii RlU and sAlZbURg wood stoves. 

made of magnesite stone (density 4). The new Haas+sohn storage block has the double storage capacity of soapstone!

Heat emission after three 2 kg loads of wood

Traditional wood stoves

Haas+Sohn heat storage block

Natural element stone: 

Haas+sohn uses natural stone as a design element for 
numerous products. As a natural product, every stone 
is to be regarded as a one-off and it is also unique in its 
colour and structure.

 Independent from room air (certified in accordance with standard)

RlU equipment (din certified) is ideal for low energy and passive houses, as 
well as thermally renovated buildings, as the combustion air is only supplied 
from outside due to the additional thickness. Thus controlled domestic venti-
lation without indoor air monitor is possible.

Heat emission

Heat emission

h

Temperature
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2

LOndOn easy
LOndOn easy

• • • • • • • 50 100 150 150 8 12

trentO easy • • • • • • • 33 100 150 6 13

OLBIa easy • • • • • • • 33 100 150 6 14

GaSteIn easy • • • • • • 33 100 150 150 6 15

WIen easy • • • • • • 33 100 150 150 6 16

turIn easy • • • • • • 33 100 150 150 6 17

InzeLL easy • • • • • • 33 100 150 150 6 18

SaLzBurG easy • • • • • • 33 100 150 150 6 19

dK LauSItz easy • • • • • • • • • 33 100 150 150 6 20

aruBa easy • • • • • • • • 33 100 150 150 6 21

HerBOrn easy • • • • • • 30 100 150 150 6 22

ruBuS easy • • • • • • 30 100 150 150 6 23

BaLI easy • • • • • • • 30 100 150 150 6 24

PYruS easy • • • • • • • • 30 100 150 150 6 25

FICuS-III • • • • • • • 30 100 150 150 5 26

FICuS-II-rLu • • • • • • • • • 30 100 150 150 5 27

KaLIuS-III Grande • • • • • • • 30   100 150 150 5 28/29

KaLIuS-II-rLu • • • • • • • • • 30 100 150 150 5 30

i-2100 • • • • • • 33 100 150 150 8 32

KuOPIO-II
• • • • • • • 33 100 150 8 33

HaSvIK • • • • • • • • • 33 100 150 150 8 34

deSIGn PrOduCt-HIGHLIGHtS teCHnOLOGY

Variants         
Stone/Ceramics 2

Output 
kW

Page

- 
Ceramics

Ceramics

optional

optional

optional

stone

 stone

 stone

 stone

stone

optional

optional

optional

optional

 stone

Corner model
 stone

 stone



11

2

vItOrre • • • • 33 150 7 35

MOnteGrOttO-II • • • • 33 150 7 36

trevISO • • • • 33 150 150 8 37

nOrdIC • • • • 45 150 7 38

arKtIC • • • • 50 150 150 12 39

aarHuS-II • • • 33 150 7 40

MOLde • • • 33 150 7 41

PICO

PICO
• 33 150 5 42

deSIGn PrOduCt-HIGHLIGHtS teCHnOLOGY

Variants         
Stone/Ceramics

output 
kW Page

WOOd StOveS

stone

stone

Ceramics

WOOd StOveS classic

stone

stone

stone

-



LOndOn easy

2      50 cm 80  100  150  150  

12

+ 50 cm firewood length

Model: LOndOn easy 347.15-C LOndOn easy 347.15
Art.-no.: 04 347 15 00 0000 04 347 15 10 0000

Colour/Ceramics: pearl anthracite, white pearl anthracite

Version: - Wood storage

output/Heating volume: 8 kW, 100 m2 8 kW, 100 m2

Weight/H/W/d: 133 kg, 830/850/355 mm 120 kg, 817/632/355 mm

easy Control

external air connection  

lockable supply air connection



trentO easy

      33 cm 80  100  150   

13

Model: trentO easy 349.15-C
Art.-no.: 04 349 16 00 0000
Colour/Ceramics: pearl anthracite, white
output/Heating volume: 6 kW, 68 m2

Weight/H/W/d: 130 kg, 963/525/470 mm

easy Control

external air connection  

lockable supply air connection



OLBIa easy

      33 cm 80  100  150   

14

Model: OLBIa easy 209.15 OLBIa easy 209.15 Heat storage block OLBIa
Art.-no.: 04 209 15 03 0000 04 209 15 00 0000 04 209 50 00 0000
Colour: pearl anthracite, white pearl anthracite, black made of magnesite stone
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 148 kg, 1158/545/545 mm 148 kg, 1158/545/545 mm 52 kg

easy Control

external air connection  

lockable supply air connection

Heat accumulator optional



GaSteIn easy

     33 cm  80  100  150   150

15

Model: GaSteIn easy 350.15 Smoke hole cover for the top
Art.-no.: 03 350 15 10 0000 03 350 15 00 6188
Colour: pearl black pearl black
Version: Wood storage
output/Heating volume: 6 kW, 68 m2

Weight/H/W/d: 120 kg, 1215/482/380 mm Ø 150 mm

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection



150

WIen easy

      33 cm  80  100  150   150

16

Model: WIen easy 351.15 WIen easy 351.15 Smoke hole cover for the top 
Art.-no.: 03 351 15 10 0000 03 351 15 00 0000 03 350 15 00 6188
Colour: pearl black pearl black pearl black
Version: Wood storage -
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 120 kg, 1215/482/380 mm 120 kg, 1215/482/380 mm Ø 150 mm

+ 3 glass panes

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection
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150

turIn easy

      33 cm 80  100  150 150

17

Model: turIn easy 350.15 Smoke hole cover for the top
Art.-no.: 03 350 15 01 0000 03 350 15 00 6188
Colour: pearl black pearl black
Version: Wood storage 
output/Heating volume: 6 kW, 68  m2

Weight/H/W/d: 145 kg/1215/840/380 mm Ø 150 mm

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection
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InzeLL easy

     33 cm  80  100  150 150 
Model: InzeLL easy 350.15 Heat storage block InzeLL Smoke hole cover for the top
Art.-no.: 03 350 15 02 0000 04 286 50 00 0000 03 350 15 00 6188
Colour: pearl beige/pearl black magnesite stone pearl black
output/Heating volume: 6 kW, 68 m2

Weight/H/W/d: 141 kg, 1555/482/380 mm 70 kg Ø 150 mm

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection

Heat accumulator optional



150

19

SaLzBurG easy

150    33 cm 80  100  150  150 

Model: SaLzBurG easy 351.15 SaLzBurG easy 351.15 Heat storage block SaLzBurG Smoke hole cover for the top  
Art.-no.: 03 351 15 12 0000 03 351 15 02 0000 04 286 50 00 0000 03 350 15 00 6188
Colour: pearl black pearl black magnesite stone pearl black
Version: Wood storage -
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 124 kg, 1555/482/380 mm 124 kg, 1555/482/380 mm 70 kg Ø 150 mm

+ 3 glass panes

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection

Heat accumulator optional



dK LauSItz easy

              33 cm  80  100  150 150  

20

Model: dK LauSItz easy 352.15-St
Art.-no.: 03 352 15 00 0000
Colour/stone: pearl black, serpentino
output/Heating volume: 6 kW, 68 m2

Weight/H/W/d: 195 kg, 1255/552/380 mm 

+ slow-burning wood stove

+ spacious cast-iron tray

+ Top quality cast-iron door

+ Riddle grate

+ natural stone – colour and structure may vary

easy Control wood/coal

external air connection  

lockable supply air connection

slow coal combustion
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aruBa easy

             33 cm  80  100  150 150  

21

Model: aruBa easy 220.17-St aruBa easy 220.17-St Wood storage aruBa 
Art.-no.: 04 220 17 00 0000 04 220 17 01 0000 04 220 17 60 0000
Colour/stone: pearl black, Woodstone pearl black, soapstone antique pearl black
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 168 kg, 1030/700/365 mm 178 kg, 1030/700/365 mm 1030/830/365 mm incl. stove

+ natural stone – colour and structure may vary

+ optional with wood storage

easy Control

external air connection  

lockable supply air connection
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HerBOrn easy

    30 cm  82  100  150  150 

Model: HerBOrn easy 295.15 HerBOrn easy 295.15 HerBOrn easy 295.15
Art.-no.: 04 295 15 06 0000 04 295 15 09 0000 04 295 15 07 0000
Colour: pearl black/ pearl beige pearl black pearl grey
Version: Wood storage Wood storage Wood storage
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 105 kg, 943/492/486 mm 105 kg, 943/492/486 mm 105 kg, 943/492/486 mm

easy Control

external air connection  

lockable supply air connection

+ Top quality cast-iron door



ruBuS easy

     30 cm  82  100  150  150  

23

Model: ruBuS easy 295.15-St ruBuS easy 295.15-St
Art.-no.: 04 295 15 01 0000 04 295 15 00 0000
Colour/stone: pearl black, serpentino pearl black, Woodstone Prestige
Version: Wood storage Wood storage
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 137 kg, 960/480/490 mm 129 kg, 960/480/490 mm

+ natural stone – colour and structure may vary

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection
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BaLI easy

2     30 cm 82  100  150 150 
Model: BaLI easy 296.17-St BaLI easy 296.17-St 
Art.-no.: 04 296 17 02 0000 04 296 17 00 0000
Colour/stone: pearl black, soapstone antique pearl black, Woodstone
Version: Wood storage Wood storage
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 137 kg, 985/610/495 mm 130 kg, 985/610/495  mm 

+ natural stone – colour and structure may vary

easy Control

external air connection  

lockable supply air connection



25

PYruS easy

    30 cm 82  100  150 150 
Model: PYruS easy 294.15-St PYruS easy 294.15-St PYruS easy 294.15-St
Art.-no.: 04 294 15 10 0000 04 294 15 11 0000 04 294 15 13 0000
Colour/stone: pearl black, Woodstone pearl black, soapstone antique pearl black, Whiterock
Version: Wood storage Wood storage Wood storage
output/Heating volume: 6 kW, 68 m2 6 kW, 68 m2 6 kW, 68 m2

Weight/H/W/d: 183 kg, 1050/540/490 mm 201 kg, 1050/540/490 mm 183 kg, 1050/540/490 mm

+ natural stone – colour and structure may vary

+ Top quality cast-iron door

easy Control

external air connection  

lockable supply air connection

Heat storage stone



FICuS-III 

2      30 cm  81  100  150  150  

26

Model: FICuS-III 287.12-G Heat storage block FICuS elbow FICuS
Art.-no.: 04 287 12 14 0000 04 286 50 00 0000 11 041 59 04 0000
Colour: pearl black magnesite stone pearl black
output/Heating volume: 5 kW, 50 m2

Weight/H/W/d: 130 kg, 1550/464/464 mm 70 kg Ø 150 mm 90o

Add-on only for flue 
connection rear!

external air connection

Heat accumulator optional

Automatic air control

Automatic door lock



FICuS-II-rLu

27

2      30 cm  87  100  150 150  

Model: FICuS-II-rLu 292.12-G Heat storage block FICuS elbow FICuS
Art.-no.: 04 292 12 02 0000 04 286 50 00 0000 11 041 59 04 0000
Colour: pearl black magnesite stone pearl black
output/Heating volume: 5 kW, 50 m2

Weight/H/W/d: 131 kg, 1550/464/464 mm 70 kg Ø 150 mm 90o

Add-on only for flue 
connection rear!

external air connection

lockable supply air connection

Heat accumulator optional

Automatic air control

Automatic door lock

independent from room air

dibt-certification Z-43.12-356
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KaLIuS-III

2      30 cm  81  100  150  150  

Model: KaLIuS-III 286.12-G KaLIuS-III 286.12-P Heat storage block KaLIuS elbow KaLIuS
Art.-no.: 04 286 12 18 0000 04 286 12 17 0000 04 286 50 00 0000 11 041 59 04 0000
Colour: pearl beige/pearl black pearl beige/pearl black magnesite stone pearl black
Version: grande, door +Top pearl black door + Top pearl black
output/Heating volume: 5 kW, 50 m2 5 kW, 50 m2

Weight/H/W/d: 128 kg, 1550/464/464 mm 118 kg, 1170/464/464 mm 70 kg available for „grande“ Ø 150 mm 90o

Add-on only for 
flue connection 
rear!

external air connection

Heat accumulator optional

Automatic air control

Automatic door lock
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KaLIuS-III

2      30 cm  81  100  150  150  

Add-on only for 
flue connection 
rear!

Model: KaLIuS-III 286.12-G KaLIuS-III 286.12-P Heat storage block KaLIuS elbow KaLIuS
Art.-no.: 04 286 12 16 0000 04 286 12 15 0000 04 286 50 00 0000 11 041 59 04 0000
Colour: pearl black pearl black magnesite stone pearl black
Version: grande piccolo
output/Heating volume: 5 kW, 50 m2 5 kW, 50 m2

Weight/H/W/d: 128 kg, 1550/464/464 mm 118 kg, 1170/464/464 mm 70 kg available for „grande“ Ø 150 mm 90o

external air connection

Heat accumulator optional

Automatic air control

Automatic door lock
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KaLIuS-II-rLu

2      30 cm  87  100  150 150  

Model: KaLIuS-II-rLu 292.12-G KaLIuS-II-rLu 292.12-P Heat storage block KaLIuS elbow KaLIuS
Art.-no.: 04 291 12 02 0000 04 291 12 01 0000 04 286 50 00 0000 11 041 59 04 0000

Colour: pearl black pearl black magnesite stone pearl black

Version: grande piccolo
output/Heating volume: 5 kW, 50 m2 5 kW, 50 m2

Weight/H/W/d: 128 kg,1550/464/464 mm 117 kg,1170/464/464 mm 70 kg available for „grande“ Ø 150 mm 90o

Add-on only for 
flue connection 
rear!

external air connection

lockable supply air connection

Heat accumulator optional

Automatic air control

Automatic door lock

independent from room air 

dibt-certification Z-43.12-356
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i-seRies: 

fUlly AUTomATiC eleCTRoniC AiR ConTRol

Today our fireplace stoves are already products of the future. With innovative technology such as the automatic output 

control, the fully automatic air supply control or the external supply of combustion air, they ensure a clean, safe and 

economical heating.

YOur advantaGeS:

! Permanent glass air flushing with fresh air for cleanliness and clear view on the fire.

@ High-temperature ceramic glass for a safe operation and a clear view.

 #  Removable ash trays for easy removal of residual ash.

$  Air control as position display of the automatic air control. At the same time serves as emergency control in case of 
power failure.

%   Patented full-automatic, electronic air regulation „i-control“ ensures optimal dosage of combustion air.

^   external air connection external combustion air supply due to the outside air intake.  
Warrants a safe, trouble-free and economic operation. ideal for low-energy houses or in case of relativley well 
insulated rooms.

 & High-quality fireclay combustion chamber coating warrants extremely fast heat-up times with residuefree and                     
     economic burning. self-cleaning effect at high combustions temperatures.

*  Heat accumulator storage block top-quality, elegant storage blocks from natural stone.  
Pleasant and well-dosed heat emission.

( Temperature sensing devices optimally controls the combustion air fed.

nozzle air

primary air

secondary air

convection heat

R
A

d
iA

n
T

 H
e

A
T

ConVeCTion HeAT
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i-2100

     33 cm 82  100  150 150 
Model: i-2100 i-2100
Art.-no.: 04 247 18 06 0000 04 247 18 07 0000
Colour/stone: pearl black, serpentino pearl black, Woodstone Prestige
Version: i-Control i-Control
output/Heating volume: 8 kW, 100 m2 8 kW, 100 m2

Weight/H/W/d: 194 kg, 1130/602/486 mm 193 kg, 1130/602/486 mm

benefits of the i-series:

+ led
+ 60 % fewer emissions

+ Patented combustion technology

+ saves energy and heating costs

+ electronic control for lower levels of emissions 

   14 mg/nm3 or 9 mg/mJ

+ electricity consumption 6 W/h (standby 0,5 W/h)

+ natural stone – colour and structure may vary

The stove’s led 
flashes when more 
wood needs to be 
added.

external air connection

fully automatic electronic air control



KuOPIO-II 

33

       33 cm 81  100 150  
Model: KuOPIO-II 265.17-St KuOPIO-II 265.17-St
Art.-no.: 04 265 18 12 0000 04 265 18 11 0000
Colour/stone: pearl anthracite, Paradiso pearl anthracite, serpentino
Version: Wood storage Wood storage
output/Heating volume: 8 kW, 100 m2 8 kW, 100 m2

Weight/H/W/d: 207 kg, 1140/778/635 mm 207 kg, 1140/778/635 mm

+ safety distance to rear wall: 2 cm only!

+ natural stone – colour and structure may vary

+ Riddle grate

external air connection

Automatic air control



HaSvIK

34

       33 cm  81  100  150  150  

Model: HaSvIK 231.17-St HaSvIK 231.17-St
Art.-no.: 04 231 18 02 0000 04 231 18 03 0000
Colour/stone: pearl anthracite, serpentino pearl anthracite, Woodstone-Prestige
output/Heating volume: 8 kW, 100 m2 8 kW, 100 m2

Weight/H/W/d: 302 kg, 1197/662/466 mm 302 kg, 1197/662/466 mm

+ natural stone – colour and structure may vary

+ Riddle grate

external air connection

Heat accumulator

Automatic air an power control

slow coal combustion



vItOrre

35

     33 cm  81 150   

Model: vItOrre 275.15-St
Art.-no.: 04 275 15 37 0000
Colour/stone: pearl anthracite, sandstone
Version: Wood storage
output/Heating volume: 7 kW,  82 m2

Weight/H/W/d: 129 kg, 1027/550/436 mm

+ natural stone – colour and structure may vary



KaMInöFen 

MOnteGrOttO-II

36

     33 cm 80 150  

Model: MOnteGrOttO-II 305.15-St MOnteGrOttO-II 305.15-St
Art.-no.: 03 305 15 07 0000 03 305 15 15 0000
Colour/stone: pearl black, Woodstone pearl black, Whiterock
Version: Wood storage Wood storage
output/Heating volume: 7 kW,  82 m2 7 kW,  82 m2

Weight/H/W/d: 135 kg, 1073/540/428 mm 135 kg, 1073/540/428 mm

+ natural stone – colour and structure may vary



150

trevISO

2       33 cm  83 150  150

37

Model: trevISO 320.15-C trevISO 320.15-C trevISO 320.15-C trevISO 320.15-C elbow trevISO
Art.-no.: 03 320 15 52 0000 03 320 15 57 0000 03 320 15 50 0000 03 320 15 55 0000 11 041 59 04 0000
Colour: pearl black pearl black pearl black pearl black pearl black
Ceramics: brown cream green ivory
output/Heating volume: 8 kW, 100 m2 8 kW, 100 m2 8 kW, 100 m2 8 kW, 100 m2

Weight/H/W/d: 142 kg; 1100/750/486 mm 142 kg, 1100/750/486 mm 142 kg, 1100/750/486 mm 142 kg, 1100/750/486 mm Ø 150 mm 90o

Add-on only for 
flue connection 
rear!

+ Ceramic cladding



nOrdIC

38

     45 cm 78  130 

Model: nOrdIC 702.15
Art.-no.: 04 702 15 11 0000
Colour: pearl black
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 67 kg, 685/640/330 mm



arKtIC

39

    50 cm 79  150  150  

Model: arKtIC 703.15
Art.-no.: 04 703 15 00 0000
Colour: pearl black
output/Heating volume: 12 kW,  144 m2

Weight/H/W/d: 94 kg, 806/670/346 mm

+ optional loading via side door



    33 cm  81 150  

40

aarHuS-IIaarHuS-II

Model: aarHuS-II 284.17-St
Art.-no.: 04 284 17 10 0000
Colour/stone: pearl black, sandstone
Version: Wood storage
output/Heating volume: 7 kW,  82 m2

Weight/H/W/d: 115 kg, 1030/535/450 mm

classic



    33 cm 80  150  

41

MOLde

Model: MOLde 305.15-St MOLde 305.15-St
Art.-no.: 03 305 15 01 0000 03 305 15 03 0000
Colour/stone: pearl grey, Rainbow pearl grey, serpentino
Version: Wood storage Wood storage
output/Heating volume: 7 kW,  82 m2 7 kW,  82 m2

Weight/H/W/d: 133 kg, 1073/540/427 mm 140 kg, 1073/540/427 mm

+ natural stone – colour and structure may vary

classic



   33 cm  81 150  
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PICO

Model: PICO 286.12-St PICO 286.12-St PICO 286.12
Art.-no.: 03 286 12 04 0000 03 286 12 05 0000 03 286 12 00 0000
Colour/stone: pearl anthracite, serpentino pearl anthracite, Rainbow pearl anthracite

Version: Wood storage Wood storage Wood storage
output/Heating volume: 5 kW,  50 m2 5 kW,  50 m2 5 kW,  50 m2

Weight/H/W/d: 128 kg, 882/495/383 mm 128 kg, 882/495/383 mm 83 kg, 860/500/387 mm

+ natural stone – colour and structure may vary

classic
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flUe PiPes foR Wood sToVes
on all H+s fireplace stoves the flue Ø is 150 mm

Wall thickness  2 mm

flue pipe set consisting of:

   1 x special elbow 90° with cleaning lid and       
  integrated butterfly valve

 1 x Wall connecting twice 

 1 x Rosette

Flue pipe set Ø 150 mm

dimensions mm l = 450; H = 600

Art. no.  pearl anthracite 11 021 50 32 0000

Art. no.  pearl black 11 021 50 31 0000

Art. no.  pearl grey 11 021 50 33 0000

Flue pipe with Butterfly valve 
Ø 150 mm

Flue pipe  
extension

rosette 
Flue pipe   
Wall connecting twice 

elbow  Ø 150/45° 
welded 

elbow  Ø 150/90°, welded  
with cleaning lid

elbow  Ø 150/90°, adjust able 
with cleaning lid

dimensions mm l = 250 Ø 120 on 150 Ø 150 Ø 150 l = 210; H = 270 l = 285; H = 285 l = 285; H = 285

Art. no.  pearl anthracite 11 021 52 62 0000 11 061 51 20 0000 11 041 59 52 0000 – 11 041 54 52 0000 11 041 59 02 0000 11 041 59 12 0000

Art. no.  pearl black 11 021 52 61 0000 11 061 51 22 0000 11 041 59 51 0000 11 051 50 01 0000 11 041 54 51 0000 11 041 59 01 0000 11 041 59 11 0000

Art. no.  pearl grey 11 021 52 63 0000 11 061 51 21 0000 11 041 59 53 0000 – 11 041 54 53 0000 11 041 59 03 0000 11 041 59 13 0000

Flue pipe Ø 150 mm

length mm 150 250 500 750 1000

Art. no. pearl anthracite 11 021 51 52 0000 11 021 52 52 0000 11 021 55 02 0000 11 021 57 52 0000 11 021 59 92 0000

Art. no. pearl black 11 021 51 51 0000 11 021 52 51 0000 11 021 55 01 0000 11 021 57 51 0000 11 021 59 91 0000

Art. no. pearl grey 11 021 51 53 0000 11 021 52 53 0000 11 021 55 03 0000 11 021 57 53 0000 11 021 59 93 0000
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Hydronic stoves –  
clever heating

Use the wood-burning stove for central heating and look after 
the environment. Hydronic stoves combine the cosy, warm atmo-
sphere of a wood-burning stove with the efficiency of central 
heating. you can intelligently make full use of energy, optimise 
the efficacy of your central heating system and prevent radiation 
losses. you can enjoy the cosy, crackling fire of the wood-burning 
stove, heat your home environmentally and save money with a 
clear conscience!

YOur advantaGeS

 +  self-sufficient energy-saving heating

 + direct room heating

 +  indirect heating of other rooms  

 +  perfect heating alternative while the seasons are changing
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2

aQua trentO easy • • • • • • • • • • • 33
70 %        

30 %
100 150 8 48

aQua rIva easy • • • • • • • • • • • 33
70 %        

30 %
100 150 8 49

aQuarIS • • • • • • • • • 30
70 %        

30 %
100 150 150 10 50

aQua SInn • • • • • • • • • • 33
70 %        

30 %
100 150 14,9 51

arKtIC • • • • • • • 50
70 %        

30 %
150 150 12,5 52

MantOva • • • • • • • 30
70 %        

30 %
100 150 150 10 53

andruS • • • • • • • • 33
70 %        

30 %
100 150 15 54

aQua • • • • • • • • • 45
65 %        

35 %
100 180 180 17 55

veSuvIO • • • • • • • 50
75 %        

35 %
120 180 180 19,6 56

%

%

deSIGn PrOduCt-HIGHLIGHtS teCHnOLOGY

Variants         
stone/Ceramics

output 
kW Page

Ceramics

stone

Ceramics

stone

%

%



46

^

%

$ 
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@

!

A part of the heat is used for direct heating of the rooms !. 
The remaining heat will be absorbed by a buffer @  which 
is also loaded by other sources of energy, such as solar 
energy systems # or boilers $. As needed, the heat from 
the buffer will be used for a feeding-in into the central  
heating % or for water heating ^.

!
  may not be operated without water supply. Water supply 
must be connected by qualified professional personnel.
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Heat exchanger
The perfekt supllement to central heating utilises part of the heat produced 
for direct heating. The residual heat is injected into the central heating 
system. Thus you have an optimal cost and energy-saving heating alterna-
tive while the seasons are changing.

PRodUCT HigHligHTs HydRoniC sToVes

Automatic air overheating protection

i the temperature is exceeded the primary air damper closes                                
automatically thus preventing overheating.

Safety heat exchanger
for protection the heat exchanger from overheating.

Patented heat exchanger cleaning
easy an no-mess cleaning of the heat exchanger by means of a patented 
cleaning system.

External air connection

by predominantly using external air for the combustion, you save heating 
costs. enjoy safer and smoother operation, as well as the benefits of cleaner 
combustion.

While not heating - lockable supply air connection
The air inlet can be closed while the stove is not in use, which prevents the 
warm room air from escaping through the fireplace.

Easy Control
All three air inlets are easily and conveniently controlled with the Easy 
Control air control with just one lever. And this is how it works:

1. start/heating 
up:

To provide sufficient air for heating up, switch to heating up 
until the fire has taken evenly over the fuel.

2. Heating mode: After heating up, for clean and efficient combustion, push 
the lever to heating mode.

3. switching off: To prevent the room rapidly cooling down, after heating 
switch to zero. by closing the air supply the heat of the stove 
remains in the room and you can enjoy it for hours.



aQua trentO easy

            33 cm 80  
70%
30%  100 150
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Model: aQua trentO easy 346.15-C
Art.-no.: 04 346 15 00 0000
Colour/Ceramics: pearl anthracite, white
output: 8 kW, dv. water 7 kW
Weight/H/W/d: 160 kg, 963/525/470 mm

easy Control

external air connection

lockable supply air connection

safety heat exchanger

Patented heat exchanger cleaning

Heat exchanger
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aQua rIva easy

            33 cm 80  
70%
30%  100 150

Model: aQua rIva easy 345.15-St
Art.-no.: 04 345 15 00 0000
Colour/stone: pearl anthracite, Woodstone
output: 8 kW, dv. water 7 kW
Weight/H/W/d: 180 kg, 1015/537/485 mm

+ natural stone – colour and structure may vary

easy Control

external air connection

lockable supply air connection

safety heat exchanger

Patented heat exchanger cleaning

Heat exchanger



aQuarIS

2       30 cm 85  
70%
30% 100  150 150
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Model: aQuarIS 336.15-Wt
Art.-no.: 04 336 15 70 0000
Colour/Ceramics: pearl black, black
Version: Wood storage
output: 10 kW,  dv. water 7,4 kW
Weight/H/W/d: 166 kg, 990/585/540 mm

external air connection

safety heat exchanger

Patented heat exchanger cleaning

Heat exchanger
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aQua SInn

150 150     33 cm 87  
70%
30% 100  150 

Model: aQua SInn 334.37-Wt
Art.-no.: 04 334 37 50 0000
Colour/stone: pearl black, Woodstone Prestige
output: 14,9 kW, dv. water 11,1 kW
Weight/H/W/d: 250 kg, 1230,/620/604 mm

+ natural stone – colour and structure may vary

external air connection

safety heat exchanger

Patented heat exchanger cleaning

Heat exchanger

Automatic air overheating protection



arKtIC

      50 cm 82  
70%
30% 150 150  

52

Model: arKtIC 12-Wt
Art.-no.: 04 706 15 00 0000
Colour: pearl black
output: 12 kW,  dv. water 9,1 kW
Weight/H/W/d: 155 kg, 827/649/574 mm

Patented heat exchanger cleaning

Heat exchanger

Automatic air overheating protection



MantOva

     30 cm  85  
70%
30% 100  150 150  

53

Model: MantOva-Wt
Art.-no.: 04 337 15 00 0000
Colour: pearl anthracite, silver
Version: Wood storage
output: 10 kW,  dv. water 7,7 kW
Weight/H/W/d: 130 kg, 962/506/539 mm

external air connection

Patented heat exchanger cleaning

Heat exchanger



andruS

     33 cm 87  
70%
30% 100 150 

54

Model: andruS-Wt andruS-Wt
Art.-no.: 04 333 37 00 0000 04 333 37 02 0000
Colour/Ceramics: pearl black, beige pearl black, grey
output: 15 kW,  dv. water 11,1 kW 15 kW,  dv. water 11,1 kW
Weight/H/W/d: 240 kg, 1230/620/604 mm 240 kg, 1230/620/604 mm

external air connection

safety heat exchanger

Automatic air overheating protection

Heat exchanger



aQua

   45 cm  90  
65%
35% 100  180 180  
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Model: aQua 187.19-Wt supplied in two parts!
Art.-no.: 06 187 19 00 0000
Colour: pearl anthracite

output: 17 kW, dv. water 11 kW
Weight/H/W/d: 287 kg, 1720/778/440 mm

external air connection

safety heat exchanger

Automatic air overheating protection

Heat exchanger



veSuvIO

      50 cm  82  
75%
25% 120  180 180  

56

Model: veSuvIO 20
Art.-no.: 06 190 18 00 0000
Colour: pearl anthracite

output: 25,8  kW, dv. water 19,8 kW
Weight/H/W/d: 213 kg, 1297/796/639 mm

external air connection

Automatic air overheating protection

Heat exchanger
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smart Home - 

Pellet stove control 
using your smartphone!

The state-of-the-art equipment with tried-and-tested high-tech inte-

rior become a compact spatial miracle. The are particularly quiet and, 

thanks to the patented external heat exchanger, allergy-friendly. A 

newly developed technology, now with pellet stoves too, enables con-

tinuous romantic pellet stove flames as well as smartphone control 

of the stove by means of the newly developed Wifi.fully automatic 

temperature control enables them to heat with extremely high energy 

efficiency.    

YOur advantaGe
+ new easy-to-use operating concept

+ optimal ease of use

+  fully-automatic temperature regulation

+ energy-efficient heating

+ extremely low noise level

+ allergy friendly

+ simple cleaning
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PRodUCT HigHligHTs PelleT sToVes

Allergy friendly by heat exchanger

! enjoy natural heat emission and convection without any room air blower. 
This prevents the dispersal of dust or other particles. 

Extremely low noise level

@ low-noise worm drive for an in finite ly variable dosage of the required 
amount of pellets.

# low-noise exhaust gas fan is speed adjusted (infinitely variable) to the  
required heat output and operates discreetly in the background.

! newly designed external airheat exchanger for fast heat emission due to 
a large surface structure.

External air connection

$ external combustion air supply ensures a safe, failure-free and economi-
cal operation. ideal for low-energy houses or in case of relatively well-sealed 
rooms.

Fireplace stove flame

% With the same soothing effect as a firewood fire the flame gives a pleasant 
feeling of wellbeing.

6 flue pipe connection options
lateral: left or right
rear: left, right or in the middle
at the top: in the middle
ideal when refurbishing buildings if the chimney is not properly situated

  Independent from room air
RlU equipment (din-certified) is ideal for low energy and passive houses, as 
well as thermally renovated buildings, as the combustion air is only supplied 
from outside due to the additional thickness. Thus controlled domestic 
ventilation without indoor air monitor is possible.

^ High-grade burner pot for extremely 
clean combustion and a long service life.

& High-quality vermiculite combustion 
chamber lining allows for extremely 
fast heat-up times coupled with resi-
due-free and economical burning.  
self-cleaning effect at high combustion 
temperatures.

* large pellet storage container (hopper) 
sufficiently dimensioned for several  
days of heating.

  

24-hour continuous 
operation

safe heating without                  
interruption.

Eco-label Austria
The Austrian ecolabel is a guarantee for eco-friendly products and services.



 

Made in Austria

Design by Haas+Sohn

PRodUCT HigHligHTs PelleT sToVes 

Hs 5 - the innovative control by Haas+sohn       
As up to now, the new generation of control too has been developed by 
Haas+sohn and patented in Austria. our pellet stoves are equipped with the 
new “Hs 5” operating system. it has been developed from our own know-how 
for intelligent, convenient and simple operation. functions for safety, fuel reco-
gnition, temperature control and much more represent innovative, convenient 
and modern heating.

WIFI function
safe remote control locally - from home or globally - worldwide irrespective 
of location, by means of the Wifi function.    

Easy to operate 
easy convenient operation with only 4 function keys. Clearly arranged menu 
display.  

7-day program
easy weekend programming including lowering temperature at night. Three 
adjustable switch-on and off times per day for freely definable room tem-
perature.

Fuel quality recognition
Automatic adjustment to different pellet qualities guarantees a cleaner and 
a cost-efficient combustion, as well as safer and smoother operation. The 
cleaning requirement is also minimised.

ECO mode - continuous operation at low power
The pellet stove does not switch off automatically when it reaches room tem-
perature but continues to burn at low power. This avoids start-stop losses. 
moreover the flame is continuously visible.

Fully-automatic room temperature regulation
The integrated room sensor ensures an even indoor temperature and eli-
minates the need to frequently switch on and off. you save money, protect 
the environment and have lower cleaning costs thanks to reduced pollution.

Safety functions – the smart system 
The intelligent monitoring system functions automatically and guarantees 
safe operation. The stove shuts down automatically when the door is ope-
ned, when the burner is overfilled or contaminated, and in the event of a 
change of behaviour in the fireplace as a result of moving or blockage.
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“LOCaL” remote control in and 
around the house.

“GLOBaL” remote control globally 
completely independent of location.             

Pellet stove with Wifi module for easy heating 

Wifi globAl

With the Haas+Sohn stove control you have your pellet stove “in your hands” 
at all times and can heat completely flexibly and conveniently. 

The multifunctional Haas+sohn Wifi module supplements the pellet stove as an additional module 

and thus supports two types of remote operation. either you control your pellet stove using your 

smartphone with the “local” function i.e. in and around the house or “global” i.e. anywhere in the 

world completely irrespective of location. no additional mains unit necessary. simply plug into the 

pellet stove and it’s ready to use! 

Wifi loCAl

smART Home - PelleT sToVe ConTRol Using yoUR smARTPHone!

For more informations please visit our website: www.haassohn.com
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HAAs+soHn APP!

Full ease of use by smartphone!

simply download the app free of charge and off you go! The whole control of the pellet 

stove is possible conveniently and easily with the Haas+sohn app.

free download of the app at:

YOur advantaGeS

+  simple 7-day programming using your smartphone.

+ With the app you can connect up to five family members with one or several pellet stoves and     
    control up to five pellet stoves at the same time.

+ Push notification - your pellet stove communicates with you using the Haas+sohn app. even if  
   the app is not active, the pellet stove will inform you about cleaning and faults by means of a  
   push function.

+ The protected data transmission provides everything for a secure home.

For more informations please visit our website: www.haassohn.com
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HSP 2 HOMe-II • • • • • • • 17 kg 8 64

HSP 2 PreMIuM-II • • • • • • • 17 kg 8 65

HSP 6 PeLLettO-III grande         • • • • • • • • • • 32 kg 8 66

HSP 6 PeLLettO-III • • • • • • • • • • 17 kg 8 67

HSP 6 PeLLettO-III-rLu-
PGI

• • • • • • • • • • • 17 kg 8 68

HSP 6 PaLLazza-III grande         • • • • • • • • • • 17 kg 8
69/70

71

HSP 6 PaLLazza-III  • • • • • • • • • • 32 kg 8 72/73

HSP 6 PaLLazza-III-rLu-
PGI

• • • • • • • • • • • 17 kg 8 74

deSIGn PrOduCt-HIGHLIGHtS teCHnOLOGY

Variants          
stone/                 

Ceramics

storage 
contai-

ner

output 
kW

Page

Model range HSP 2

- optional optional 
local

- optional optional 
local

Model range HSP 6

Ceramics

-

optional 
global

Ceramics

-

optional 
global

Ceramics optional 
global

Ceramics

-

optional 
global

stone

Ceramics optional 
global

- optional 
global
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HSP 8 HOMe • • • • • • • • • • • 32 kg 8 75

HSP 8 CatanIa-II • • • • • • • • • • • 32 kg 8 76

HSP 8 CatanIa-II-rLu • • • • • • • • • • • • • 32 kg 8 77

HSP 8 LuCCa-II • • • • • • • • • • • 32 kg 8 78

HSP 8 LuCCa-II-rLu • • • • • • • • • • • • • 32 kg 8 79

deSIGn PrOduCt-HIGHLIGHtS teCHnOLOGY

Variants          
stone/Ceramics

storage 
contai-

ner

output 
kW

Page

Model range HSP 8

optional 
global

stone optional 
global

stone optional 
global

stone optional 
global

stone optional 
global



HSP 2 HOMe-II

 90  40  80  
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Model: HSP 2.17 Home-II HSP 2.17 Home-II WIFI module for remote control
Art.-no.: 05 714 07 03 0000 05 714 07 04 0000 05 320 07 10 0000
Colour: pearl grey, Top und front pearl black pearl grey, door pearl black incl. 7day-program
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 90 kg, 967/498/523 mm 90 kg, 967/498/523 mm
Tankage: 17 kg 17 kg

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fully automatic room temperature control

safety functions

Continuous operation at minimum power

Wifi function local optional

7-day program (optionally combined with 

WlAn module)

+ Top quality cast-iron door
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HSP 2 PreMIuM-II

 90  40  80  

Model: HSP 2.17 PreMIuM-II WIFI module for remote control
Art.-no.: 05 713 07 01 0000 05 320 07 10 0000
Colour: pearl anthracite/pearl black incl. 7-day program
output/Heating volume: 8 kW, 100 m2

Weight/H/W/d: 95 kg, 960/525/515 mm
Tankage: 17 kg

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fully automatic room temperature control

safety functions

Continuous operation at minimum power

Wifi function local optional

7-day program (optionally combined with 

WlAn module)

+ Top quality cast-iron door



 90  60  80  
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HSP 6 PeLLettO-III Grande

Model: HSP 6 PeLLettO-III 434.08 HSP 6 PeLLettO-III 434.08 HSP 6 PeLLettO-III 434.08-C WIFI module for remote control
Art.-no.: 05 434 08 13 0000 05 434 08 10 0000 05 434 08 12 0000 05 320 07 10 0000
Colour: pearl anthracite, white pearl anthracite, pearl grey pearl anthracite, Ceramics maple
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 104 kg, 1172/545/510 mm 104 kg, 1172/545/510 mm 120 kg, 1172/545/510 mm
Tankage: 32 kg 32 kg 32 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

+ Top quality cast-iron door



HSP 6 PeLLettO-III

 90  60  80  

67

Model: HSP 6 PeLLettO-III 419.08 HSP 6 PeLLettO-III 419.08 HSP 6 PeLLettO-III 419.08 HSP 6 PeLLettO-III 419.08-C WIFI module for remote control
Art.-no.: 05 419 08 14 0000 05 419 08 15 0000 05 419 08 10 0000 05 419 08 11 0000 05 320 07 10 0000
Colour: pearl grey, pearl anthracite pearl anthracite, white pearl anthracite, pearl grey pearl anthracite, Ceramics maple
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 95 kg, 985/545/510 mm 95 kg, 985/545/510 mm 95 kg, 985/545/510 mm 108 kg, 985/545/510 mm
Tankage: 17 kg 17 kg 17 kg 17 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

+ Top quality cast-iron door



HSP 6 PeLLettO-III-rLu-PGI

 90  60  80  

68

Model: HSP 6 PeLLettO-III-rLu-PGI 421.08 WIFI module for remote control
Art.-no.: 05 421 08 04 0000 05 320 07 10 0000
Colour: pearl anthracite/Ceramics maple
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 108 kg, 985/545/510 mm
Tankage: 17 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

independent from room air

dibt-certification Z-43.12-308

+ Top quality cast-iron door
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HSP 6 PaLLazza-III

 91  60  80  
Model: HSP 6 PaLLazza-III 519.08 HSP 6 PaLLazza-III 519.08 HSP 6 PaLLazza-III 519.08 WIFI module for remote control
Art.-no.: 05 519 08 02 0000 05 519 08 01 0000 05 519 08 03 0000 05 320 07 10 0000
Colour: pearl anthracite/pearl beige pearl anthracite/white pearl anthracite

Version: side wall pearl beige,door pearl black side walls white, door pearl black door pearl black
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 95 kg, 1001/557/495 mm 95 kg, 1001/557/495  mm 95 kg, 1001/557/495  mm
Tankage: 17 kg 17 kg 17 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

+ Top quality cast-iron door



70

 91  60  80  
Model: HSP 6 PaLLazza-III 519.08-C HSP 6 PaLLazza-III 519.08-C WIFI module for remote control
Art.-no.: 05 519 08 23 0000 05 519 08 24 0000 05 320 07 10 0000
Colour/Ceramics: pearl anthracite, white lacquer pearl anthracite, camine red
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 125 kg, 1001/561/546 mm 125 kg, 1001/561/546  mm
Tankage: 17 kg 17 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

HSP 6 PaLLazza-III CeraMICS

+ Top quality cast-iron door
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 91  60  80  

Model: HSP 6 PaLLazza-III 519.08-St HSP 6 PaLLazza-III 519.08-St WIFI module for remote control
Art.-no.: 05 519 08 12 0000 05 519 08 13 0000 05 320 07 10 0000
Colour/stone: pearl anthracite, soapstone antique pearl anthracite, sandstone
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 147 kg, 1001/561/546 mm 139 kg, 1001/561/546 mm
Tankage: 17 kg 17 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

HSP 6 PaLLazza-III StOne

+ Top quality cast-iron door
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HSP 6 PaLLazza-III Grande

 91  60  80  
Model: HSP 6 PaLLazza-III 534.08 HSP 6 PaLLazza-III 534.08 HSP 6 PaLLazza-III 534.08 WIFI module for remote control
Art.-no.: 05 534 08 02 0000 05 534 08 01 0000 05 534 08 03 0000 05 320 07 10 0000
Colour: pearl anthracite/pearl beige pearl anthracite/white pearl anthracite

Version: side walls pearl beige, door pearl black side walls white, door pearl black door pearl black
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 105 kg, 1192/561/546 mm 105 kg, 1192/561/546  mm 105 kg, 1192/561/546  mm
Tankage: 32 kg 32 kg 32 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

+ Top quality cast-iron door
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 91  60  80  
Model: HSP 6 PaLLazza-III 534.08-C HSP 6 PaLLazza-III 534.08-C WIFI module for remote control
Art.-no.: 05 534 08 24 0000 05 534 08 23 0000 05 320 07 10 0000
Colour/Ceramics: pearl anthracite, carmine red pearl anthracite, white lacquer
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 136 kg, 1192/561/546 mm 136 kg, 1192/561/546 mm
Tankage: 32 kg 32 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

HSP 6 PaLLazza-III CeraMICS

+ Top quality cast-iron door
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HSP 6 PaLLazza-III-rLu-PGI

 91  60  80  
Model: HSP 6 PaLLazza-III 520.08-rLu-PGI WIFI module for remote control
Art.-no.: 05 520 08 00 0000 05 320 07 10 0000
Colour: pearl anthracite, door pearl black
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 95 kg, 1001/557/495  mm
Tankage: 17 kg

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local &  global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

independent from room air

dibt-certification Z-43.12-308

+ Top quality cast-iron door
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HSP 8 HOMe

      92  60  80  
Model: HSP 8 HOMe 445.08 HSP 8 HOMe 445.08 WIFI module for remote control
Art.-no.: 05 445 08 02 000 05 445 08 01 0000 05 320 07 10 0000
Colour: pearl black, white pearl black, pearl grey
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 151 kg, 1082/808/434 mm 151 kg, 1082/808/434 mm
Tankage: 32 kg 32 kg

+ lower space requirement only 43 cm deep

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame



HSP 8 CatanIa-II

      92  60  80  
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Model: HSP 8 CatanIa-II 444.08-St HSP 8 CatanIa-II 444.08-St WIFI module for remote control
Art.-no.: 05 444 08 00 0000 05 444 08 01 0000 05 320 07 10 0000
Colour/stone: pearl black, sandstone pearl black, soapstone antique
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 123 kg,1082/795/434 mm 123 kg, 1082/795/434 mm
Tankage: 32 kg 32 kg

+ lower space requirement only 43 cm deep

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame



HSP 8 CatanIa-II-rLu

    92  60  80  80
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Model: HSP 8 CatanIa-II-rLu 443.08-St HSP 8 CatanIa-II-rLu 443.08-St WIFI module for remote control
Art.-no.: 05 443 08 00 0000 05 443 08 01 0000 05 320 07 10 0000
Colour/stone: pearl black, sandstone pearl black, soapstone antique
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 123 kg,1082/795/434 mm 123 kg, 1082/795/434 mm
Tankage: 32 kg 32 kg

+ lower space requirement only 43 cm deep

+ flexible installation options

installation in the                                            
corner/left hand 
side

installation in the         
corner/right hand  
side

free standing

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

independent from room air

dibt-certification Z-43.12-330

6 flue pipe connection options

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional
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HSP 8 LuCCa-II

      92  60  80  

Model: HSP 8 LuCCa-II 445.08-St WIFI module for remote control
Art.-no.: 05 445 08 00 0000 05 320 07 10 0000
Colour/stone: pearl black, Woodstone
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 142 kg,1082/795/434 mm
Tankage: 32 kg

+ lower space requirement only 43 cm deep

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame



79

HSP 8 LuCCa-II-rLu

    92  60  80  80

Model: HSP 8 LuCCa-II-rLu 442.08-St WIFI module for remote control
Art.-no.: 05 442 08 00 0000 05 320 07 10 0000
Colour/stone: pearl black, Woodstone
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 142 kg,1082/795/434 mm
Tankage: 32 kginstallation in the                                            

corner/left hand 
side

installation in the         
corner/right hand  
side

free standing

+ lower space requirement only 43 cm deep

+ flexible installation options

Allergy friendly by heat exchanger

extremely low noise level

external air connection

fireplace stove flame

independent from room air

dibt-certification Z-43.12-330

6 flue pipe connection options

fully automatic room temperature control

safety functions

Continuous operation at minimum power

fuel quality recognition

7-day program

Wifi function local & global optional
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flUe PiPes And ACCesessoRies foR PelleT sToVes

flue pipe extension Rosette simple wall connection elbow Ø 80/45° elbow Ø 80/90°

dimension mm Ø 80 on 100 Ø 80 Ø 80 l = 140; H = 205 l = 190; H = 190

Art.-no. 11 061 00 80 0000 11 040 89 51 0000 11 050 80 01 0000 11 040 84 51 0000 11 040 89 01 0000

Colour pearl anthracite pearl anthracite galvanized pearl anthracite pearl anthracite

flue pipe Ø 80 mm

length mm 250 500 1000

Art.-no. 11 020 82 51 0000  11 020 85 01 0000 11 020 89 91 0000

Colour pearl anthracite pearl anthracite pearl anthracite

living room temperature sensor

length m 8

Art.-no. 05 320 07 01 0000

Wifi module for remote control

Art.-no. 05 320 0710 0000



fire place set –  
individual        
design

The cosy sound of crackling flames in the fireplace and a comforting 
indoor temperature. indulge yourself with the luxury of a fireplace. 
our fireplace systems stand for stylish homes and combine the 
ambience of the element of fire with high-quality materials and 
attractive design as well as state-of-the-art, mature combustion 
technology. impressively easy: the quick assembly including instruc-
tions on dVd or online at www.haassohn.com. 

YOur advantaGeS

+  radiates heat for a long space of time thanks to heat storage    
 units

+  cosy heat through large surfaces

+ colours can be selected individually

+ optional fire protection set for thermally-stable installation  
    against timber walls
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+ easy installation 
    without technical knowledge, suitable for everyone

+ installation instructions and assembly dVd enclose  
   detailed step-by-step explanation 

+ Required material is included in delivery 
    glue necessary is supplied                                         
    (for AsCim additionally with acrylic)

+ no special tools required 
    you only need standard tools such as an open-ended wrench,      
    trowel and water level

+ individual colour design 
    Heat storage concrete can be painted in your favourite colour      
    (paint not included in the scope of delivery)

fixing and marking the place of  
installation

mounting the heat shield

Paint in your favourite colourAssemble and glue the cover elements together piece after piece

eAsy To Assemble fiRe PlACe seTs

insTAllATion Using AsCim                                                                   
As eXAmPle

setting up the fireplace insert using the 
water level
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Model: arLBerG ventilation grille for flue connection top Fire protection set arLBerG Recommended connection height
Art.-no.: 06 018 00 80 0000 06 558 0080 0000         06 480 0050 0000 lower flue pipe edge: min. 1.310 mm
Colour: untreated heat storage block optional optional Height to pipe connection centre: 1.400 mm

customisable colours delivery on 2 pallets
output/Heating volume: 8 kW, 100 m2 (9 concrete elements and 1 fireplace set)
Weight/H/W/d: 461 kg, 1610/1434/582 mm

+ Concrete heat storage

 

external air connection

arLBerG InSert KOMFOrt-Iv
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H =1440 

Model: PInuS-II Corner top flue pipe connection set PInuS-II Corner Recommended connection height
Art.-no.: 06 018 70 10 0000 06 558 70 10 0000 lower flue pipe edge: min. 1.170 mm
Colour: untreated heat storage block optional Height to pipe connection centre: 1.245 mm

customisable colours delivery on 2 pallets
output/Heating volume: 8 kW, 100 m2 (9 concrete elements and 1 fireplace set)
Weight/H/W/d: 286 kg, 1440/1283/824 mm

+ Concrete heat storage

external air connection

PInuS-II COrner InSert PInuS-II
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Model: PInuS-II Recommended connection height
Art.-no.: 06 018 70 01 0000 lower flue pipe edge: min. 1.170 mm
Colour: untreated heat storage block Height to pipe connection centre: 1.245 mm

customisable colours delivery on 2 pallets
output/Heating volume: 8 kW, 100 m2 (9 concrete elements and 1 fireplace set)
Weight/H/W/d: 316 kg, 1380/1058/406 mm

+ Concrete heat storage

external air connection

PInuS-II InSert PInuS-II
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86

Model: adOnIS-II Wood storage Fire protection set adOnIS-II Recommended connection height
Art.-no.: 06 018 00 52 0000 06 580 00 51 0000  06 480 00 50 0000 lower flue pipe edge: min. 1.210 mm
Colour: untreated heat storage block optional optional Height to pipe connection centre: 1.300 mm

customisable colours delivery on 2 pallets
output/Heating volume: 8 kW, 100 m2 (9 concrete elements and 1 fireplace set)
Weight/H/W/d: 448 kg, 1510/1452/750 mm 505/304/36 mm

+ Concrete heat storage

external air connection

adOnIS-II InSert KOMFOrt-Iv
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aSCIM-II InSert eSPrIt-Iv

Model: aSCIM-II Fire protection set aSCIM-II Recommended connection height
Art.-no.: 06 018 51 02 0000 06 418 51 00 0000 lower flue pipe edge: min. 1.230 mm
Colour: untreated heat storage block optional Height to pipe connection centre: 1.310 mm

customisable colours delivery on 2 pallets
output/Heating volume: 7 kW, 82 m2 (8 concrete elements and 1 fireplace set)
Weight/H/W/d: 374 kg, 1530/1020/700 mm

+ Concrete heat storage

external air connection
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Model: StraSSBurG-II Fire protection set StraSSBurG-II Recommended connection height
Art.-no.: 06 018 10 22 0000 06 418 10 20 0000 lower flue pipe edge: min. 1.550 mm
Colour: untreated heat storage block optional Height to pipe connection centre: 1.640 mm

customisable colours delivery on 2 pallets
stone: slate
output/Heating volume: 8 kW, 100 m2 (13 concrete elements and 1 fireplace set)
Weight/H/W/d: 399 kg, 2000/1040/850 mm

+ Concrete heat storage

external air connection

StraSSBurG-II InSert PreStIGe-II
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Model: LYOn-II LYOn-II Fire protection set LYOn-II Recommended connection height
Art.-no.: 06 018 10 16 0000 06 018 10 15 0000  06 418 10 10 0000 lower flue pipe edge: min. 1.550 mm
Colour: untreated heat storage block untreated heat storage block optional Height to pipe connection centre: 1.640 mm

customisable colours customisable colours delivery on 2 pallets
stone: Cotto slate (13 concrete elements and 1 fireplace set)
output/Heating volume: 8 kW, 100 m2 8 kW, 100 m2

Weight/H/W/d: 384 kg, 2000/1274/1095 mm 384 kg, 2000/1274/1095 mm

+ Concrete heat storage

external air connection

LYOn-II InSert PreStIGe-II
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+ Concrete heat storage

Model: rHOne-II rHOne-II Fire protection set rHOne-II Recommended connection height
Art.-no.: 06 018 50 83 0000 06 018 50 82 0000 06 418 50 80 0000 lower flue pipe edge: min. 1.550 mm
Colour: untreated heat storage block untreated heat storage block optional Height to pipe connection centre: 1.630 mm

customisable colours customisable colours delivery on 2 pallets
stone: Ruivina Rainbow (12 concrete elements and 1 fireplace set)
output/Heating volume: 7 kW, 82 m2 7 kW, 82 m2

Weight/H/W/d: 338 kg, 1905/957/1013 mm 338 kg, 1905/957/1013 mm

external air connection

rHOne-II InSert eSPrIt-Iv
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Model: GenF-III GenF-III Fire protection set GenF-III Recommended connection height
Art.-no.: 06 018 00 43 0000 06 018 00 44 0000  06 418 00 40 0000 lower flue pipe edge: min. 1.550 mm
Colour: untreated heat storage block untreated heat storage block optional Height to pipe connection centre: 1.640 mm

customisable colours customisable colours delivery on 2 pallets
stone: Rainbow Ruivina (13 concrete elements and 1 fireplace set)
output/Heating volume: 8 kW,  100 m2 8 kW,  100 m2

Weight/H/W/d: 470 kg, 1940/1260/760 mm 477 kg, 1940/1260/760 mm

+ Concrete heat storage

external air connection

GenF-III InSert KOMFOrt-Iv
classic
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Model: rOMa-II Fire protection set rOMa-II Recommended connection height
Art.-no.: 06 018 50 12 0000  06 418 50 10 0000 lower flue pipe edge: min. 1.550 mm
Colour: untreated heat storage block optional Height to pipe connection centre: 1.630 mm

customisable colours delivery on 2 pallets
stone: Ruivina
output/Heating volume: 7 kW,  82 m2 (12 concrete elements and 1 fireplace set)
Weight/H/W/d: 1900/885/730 mm

+ Concrete heat storage

external air connection

rOMa-II InSert eSPrIt-Iv
classic
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fire place inserts

Haas+sohn fireplace inserts are the basis for a customised wood stove. 
Thanks to the large selection of dimensions and forms, there are no limits 
to a creative design. even the smoke outlet is integrated at the top or at 
the back, depending on requirements.  

YOur advantaGeS

+ long service life due to high-quality refractory clay lining 

+ highest quality and fault-free operation due to tested materials

 + works perfectly due to sophisticated firing processes

+ all models with external air connection are saving heating cost

 + steplessly adjustable feet which adapt to any floor

+  easy and comfortable cleaning thanks to the integrated ash pan

+  large viewing window with internal air wash system to keep the glass 
clean; for clear view to the fire

+ new air cooled handle
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  45 cm 82  100  180 180 
Model: KOMFOrt-Iv 180.18
Art.-no.: 06 180 18 10 0000
Colour: pearl black
Version: flat
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 145 kg, see drawing

external air connection

Connecting heights may vary 
with different kits!
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  45 cm 82  100  180 180 
Model: PreStIGe-II 181.18
Art.-no.: 06 181 18 04 0000
Colour: pearl black
Version: prismatic
output/Heating volume: 8 kW,  100 m2

Weight/H/W/d: 136 kg, see drawing

external air connection

Connecting heights may vary 
with different kits!



430

9
5
01
2
3
0

Ø
1
6
0

1
3
8
9

5
7
0

440

3
8
0

eSPrIt-Iv  

96

  33 cm 81  100  160 160 
Model: eSPrIt-Iv
Art.-no.: 06 185 16 07 0000
Colour: pearl black
Version: flat
output/Heating volume: 7 kW,  82 m2

Weight/H/W/d: 120 kg, see drawing

external air connection

Connecting heights may vary 
with different kits!
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Adaptor for flue pipe reduction

dimensions mm Ø 160 on150 Ø 180 on 150 Ø 180 on 160

Art.-no. 06 916 01 50 0000 06 918 01 50 0000 06 918 01 60 0000

Wall connecting twice
elbow  90°, adjustable with  
cleaning lid l = 315; H = 315 mm

dimensions mm Ø 160 Ø 160

Art.-no. 11 051 60 01 0000 11 041 69 01 0000

flue pipe set

dimensions mm Ø 160

Art.-no. 11 021 60 41 0000

dimensions mm Ø 180 Ø 180 Ø 180

Art.-no. 11 021 82 51 0000 11 021 85 01 0000 11 021 89 91 0000

flue pipe 250 mm 500 mm 1000 mm

dimensions mm Ø 160 Ø 160 Ø 160

Art.-no. 11 021 62 51 0000 11 021 65 01 0000 11 021 69 91 0000

dimensions mm Ø 180

Art.-no. 11 021 80 41 0000

dimensions mm Ø 180 Ø 180

Art.-no. 11 051 80 01 0000 11 041 89 01 0000

flUe PiPes foR fiRe PlACe inseRTs
Wall thickness 2 mm

flue pipe set consisting of:

 2 x flue pipe  250 mm
 1 x elbow  90° adjustable with cleaning lid 

 1 x Wall connecting twice 
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Range Cookers –  
cooking with pleasure

An appliance that leaves no wishes unfulfilled – cooking, baking and 
the cosy warmth of wood. The new HsdZ 75.5 oven is equipped with 
convenient “easy Control” air control. With only one knob the air inlets 
for wood, coal, low-power coal and high-power coal - are controlled 
easily and safely.
neW: in addition the new oven is equipped with innovative draught 
control. With excessive fireplace draught this can be throttled with the 
new draught controller and the heat stays in the room.

YOur advantaGeS

+ innovative technology for everyday use

+ Highest quality ergonomics, such as stainless steel handles and  
   cooker rails

Long service life due to:                                                                                 
+ german quality fireclay

+ protection from corrosion through galvanized steel sheets in the  
   interior

+ protection from corrosion through galvanized ash tray

+ high-quality and sturdy workmanship

+ enamel technology

enamel surface finish:

+   scratch-proof

+ durable

+ easy to clean

Enamel
Surface 

Technlology
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Automatic air and power control for coal

The control function allows the stove temperature to be set with auto-

matic control in coal operation and ensures a consistent room tempera-

ture with constant heat dissipation. Wheter wood or coal, the automatic 

regulation controls the volume of air supplied and thus ensures excel-

lent efficiency. With optimal ease of use, heating cost savings an clean 

combustion. 

PRodUCT HigHligHTs RAnge CookeRs

Easy Control oven air control

With only one knob all three air inlets - primary, secondary and injected air 
are optimally and safety controlled. you benefit from cleaner combustion 
that allows you save in heating costs.

Draught controller

With the draugt controller the draught can be throttled with excessive fire-
place draught. The cause for excessive fireplace draught is e.g. chimney too 
high or weather conditions. This way the heat stays in the room. Slow coal combustion

embers from brown coal can provide continuous heat for up to 12 hours. 
you also enjoy the added benefit of lower fuel consumption and optimal 
ease of use.

External air connection

by predominantly using external air for the combustion, you save heating 
costs. enjoy safer and smoother operation, as well as the benefits of cleaner 
combustion.
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innovative enamel surface technology   
for simple cleaning. scratch-proof  
and durable.

spacious wood/coal drawer 
enables smooth operation thanks to the  
roller guide. sturdy and resilient.

Automatic for output regulation –  
for infinitely variable setting of the oven  
temperature.

improved combustion 
thanks to new air inlet in the burning 
chamber, which meets the CleAn TeCH-
nology quality standard.

individual flue pipe connections 
on the rear or side face of the oven. Also 
possible on the top face if there is a steel 
plate (for Hsd 90 top flue pipe connection 
also possible with Ceramic top).

Absolutely low-maintenance  
thanks to the simple and convenient 
access to the cleaning lid.

infinitely height-adjustable – 
simple, infinitely adjustable working height 
through screw feet. Can be adapted to all 
conventional kitchen units.

QUAliTy eQUiPmenT
eVen moRe AdVAnTAges AT A glAnCe

easy and safe air control - is controlled 
with only one knob. The clear and unam-
biguous marking of the combustion  
phases thus ensures efficient and clean 
combustion. This saves wood and maxi-
mum warmth is achieved.
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HSd 90.5 • • • • • • 40 120 120 8 • 90 103

HSd 90.5-SF • • • • • • 40 120 120 8 90 104

HSdz 75.5 easy • • • • • • • • 40 60 120 8 75
105/

106

HSdz 75.5-SF easy • • • • • • • • 40 60 120 8 • 75
107/

108

HSd 60.5 • • • • • • 40 120 120 6 60 109

HSd 60.5-SF • • • • • • 40 120 120 6 • 60 110

HSd 40.5-SF • • 33 120 6 • 40 111

PLanaI.5 • • • • • • • 40 120 120 8 • 120 112

BSH 75.5 • • • • • • • 40 120 120 8 • 75 113
83

dH 85.5 • • • • • 40 120 120 7,5 85 • 114

dH 75.5 • • • • • 40 120 120 7,5 75 • 115

Ha 85.5-a • • • • • 40 120 120 7,5 85 • 116

Ha 75.5-a • • • • • 40 120 120 7,5 75 • 117

Ha 50.5-a • • • • • 26 120 6,5 50 • 118

Ha 40.5-a • • • • • 26 120 6,5 40 • 118

PrOduCt- 
HIGHLIGHtS teCHnOLOGY deSIGn

Output 
kW

Viewing 
window Width

Hotplate
Page

Ceramic top Polished 
steel plate

Coated 
steel plate

Model range HSd

optional optional

optional optional

optio-
nal optional optional

105/

106

optio-
nal optional optional

107/

108

optional optional

optional optional

optional optional

Model range dH

optional optional

optional optional
83

Model range dH

optional

optional

Model range Ha

optional

optional

optio-
nal
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HSz 50.5 • • • • • 26 120 6,5 50 119

HSz 40.5 • • • • • 26 120 6,5 40 120

PrOduCt- 
HIGHLIGHtS teCHnOLOGY deSIGn

Output 
kW

Viewing 
window Width

Hotplate
Page

Ceramic top Polished 
steel plate

Coated 
steel plate

Model range HSz

optional optional

optio-
nal optional optional



HSd 90.5
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Model: HSd 90.5 with steel plate

Colour: anthracite white

output/Heating volume: 8 kW,  100 m2 8 kW,  100  m2

Weight/H/W/d: 149 kg, 850-880/900/600 mm 149 kg, 850-880/900/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 090 22 01 0000 07 090 22 00 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 090 21 01 0000 07 090 21 00 0000

Model: HSd 90.5-C with ceramic glass plate

Colour: anthracite white

output/Heating volume: 8 kW,  100 m2 8 kW,  100  m2

Weight/H/W/d: 136 kg, 850-880/900/600 mm 136 kg, 850-880/900/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 090 32 01 0000 07 090 32 00 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 090 31 01 0000 07 090 31 00 0000

accessories: Cover hoods HSd 90

Colour: anthracite white

Art.-no.: 07 690 00 17 0000 07 690 00 01 0000

accessories: Spacer connection 5,5 cm HSd 90

Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 27 0000 07 705 00 21 0000

accessories: Base raising up to 91 cm with 2 side panels

also suitable freestanding cookers

Art.-no.: 07 990 00 02 0000

accessories: Water tank with LId 8,5 l HSd 90

Art.-no.: 07 990 00 05 0000

+ High quality cast iron parts, loading door and ash 
door!

A connecting panel is required for installation in kitchen cabinets.

Automatic air and power control

slow coal combustion
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HSd 90.5-SF

      40 cm  80  120  120 

+ High quality cast iron parts, loading door and ash 
door!

A connecting panel is required for installation in kitchen cabinets.

model: HSd 90.5-SF with steel plate

Colour: anthracite white

output/Heating volume: 8 kW,  100 m2 8 kW,  100  m2

Weight/H/W/d: 149 kg, 850-880/900/600 mm 149 kg, 850-880/900/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 090 22 04 0000 07 090 22 03 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 090 21 04 0000 07 090 21 03 0000

Model: HSd 90.5-C-SF with ceramic glass plate

Colour: anthracite white

output/Heating volume: 8 kW,  100 m2 8 kW,  100  m2

Weight/H/W/d: 136 kg, 850-880/900/600 mm 136 kg, 850-880/900/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 090 32 04 0000 07 090 32 03 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 090 31 04 0000 07 090 31 03 0000

accessories: Cover hoods HSd 90

Colour: anthracite white

Art.-no.: 07 690 00 17 0000 07 690 00 01 0000

accessories: Spacer connection 5,5 cm HSd 90
Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 27 0000 07 705 00 21 0000

accessories: Base raising up to 91 cm with 2 side panels

also suitable for freestanding cookers

Art.-no.: 07 990 00 02 0000

accessories: Water tank with LId 8,5 l HSd 90

Art.-no.: 07 990 00 05 0000

Automatic air and power control

slow coal combustion
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Model: HSdz 75.5  easy with steel plate without smoke outlet at top

Colour: anthracite white stainless steel

output/Heating volume: 8 kW,  100  m2 8 kW,  100  m2 8 kW,  100  m2

Weight/H/W/d: 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 51 04 0000 07 075 51 02 0000 07 075 51 06 0000

Version: oven and flue pipe connection right oven and flue pipe connection right oven and flue pipe connection rights

Art.-no.: 07 075 51 03 0000 07 075 51 01 0000 07 075 51 05 0000

Model: HSdz 75.5  easy with steel plate with smoke outlet at top

Colour: anthracite white stainless steel

output/Heating volume: 8 kW,  100  m2 8 kW,  100  m2 8 kW,  100  m2

Weight/H/W/d: 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 52 04 0000 07 075 52 02 0000 07 075 52 06 0000

Version: oven and flue pipe connection right oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 52 03 0000 07 075 52 01 0000 07 075 52 05 0000

A connecting panel is required for installation in kitchen cabinets.

+ High quality cast iron parts, loading door and ash 
door!

HsdZ accessories on the following page!

slow coal combustion

external air connection

draught controler

easy Control oven air control

HSdz 75.5 easy steel
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+ High quality cast iron parts, loading door and 
ash door!

Model: HSdz 75.5-C easy with ceramic glass plate

Colour: anthracite white stainless steel

output/Heating volume: 8 kW,  100  m2 8 kW,  100  m2 8 kW,  100  m2

Weight/H/W/d: 124 kg, 850-880/750/600 mm 124 kg, 850-880/750/600 mm 124kg, 850-880/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 71 04 0000 07 075 71 02 0000 07 075 71 06 0000

Version: oven and flue pipe connection right oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 71 03 0000 07 075 71 01 0000 07 075 71 05 0000

accessories: Cover hoods HSdz 75

Colour: anthracite white stainless steel

Art.-no.: 07 675 0017 0000 07 675 0001 0000 07 675 0009 0000

accessories: Spacer connection 5,5 cm 

Colour: anthracite/stainless steel white/stainless steel stainless steel

Art.-no.: 07 705 0052 0000 07 705 0051 0000 07 705 0053 0000

accessories: Base raising up to 91 cm with 2 side panels HSdz 75 also suitable for freestanding cookers

Art.-no.: 07 975 0034 0000

A connecting panel is required for installation in kitchen cabinets.

slow coal combustion

external air connection

draught controler

easy Control oven air control

HSdz 75.5-C easy ceramic 
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A connecting panel is required for installation in kitchen cabinets.

+ High quality cast iron parts, loading door and ash 
door!

HsdZ accessories on the following page!

Model: HSdz 75.5-SF  easy with steel plate without smoke outlet at top

Colour: anthracite white stainless steel

output/Heating volume: 8 kW,  100  m2 8 kW,  100  m2 8 kW,  100  m2

Weight/H/W/d: 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 51 24 0000 07 075 51 22 0000 07 075 51 26 0000

Version: oven and flue pipe connection right oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 51 23 0000 07 075 51 21 0000 07 075 51 25 0000

Model: HSdz 75.5-SF easy with steel plate with smoke outlet at top

Colour: anthracite white stainless steel

output/Heating volume: 8 kW,  100  m2 8 kW,  100  m2 8 kW,  100  m2

Weight/H/W/d: 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm 137 kg, 850-880/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 52 24 0000 07 075 52 22 0000 07 075 52 26 0000

Version: oven and flue pipe connection right oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 52 23 0000 07 075 52 21 0000 07 075 52 25 0000

slow coal combustion

external air connection

draught controler

easy Control oven air control

HSdz 75.5-SF easy steel
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+ High quality cast iron parts, loading door and 
ash door!

A connecting panel is required for installation in kitchen cabinets.

Model: HSdz 75.5-C-SF easy with ceramic glass plate

Colour: anthracite white stainless steel

output/Heating volume: 8 kW,  100  m2 8 kW,  100  m2 8 kW,  100  m2

Weight/H/W/d: 124 kg, 850-880/750/600 mm 124 kg, 850-880/750/600 mm 124kg, 850-880/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 71 24 0000 07 075 71 22 0000 07 075 71 26 0000

Version: oven and flue pipe connection right oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 71 23 0000 07 075 71 21 0000 07 075 71 25 0000

accessories: Cover hoods HSdz 75

Colour: anthracite white stainless steel

Art.-no.: 07 675 0017 0000 07 675 0001 0000 07 675 0009 0000

accessories: Spacer connection 5,5 cm 

Colour: anthrazit/stainless steel white/stainless steel stainless steel

Art.-no.: 07 705 0052 0000 07 705 0051 0000 07 705 0053 0000

accessories: Base raising up to 91 cm with 2 side panels HSdz 75 also suitable for freestanding cookers

Art.-no.: 07 975 0034 0000

slow coal combustion

external air connection

draught controler

easy Control oven air control

HSdz 75.5-SF-C easy ceramic 
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Model: HSd 60.5 with steel plate

Colour: anthracite white

output/Heating volume: 6 kW,  68 m2 6 kW,  68 m2

Weight/H/W/d: 119 kg, 850-880/600/600 mm 119 kg, 850-880/600/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 060 22 01 0000 07 060 22 00 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 060 21 01 0000 07 060 21 00 0000

Model: HSd 60.5-C with ceramic glass plate

Colour: anthracite white

output/Heating volume: 6 kW,  68 m2 6 kW,  68 m2

Weight/H/W/d: 109 kg, 850-880/600/600 mm 109 kg, 850-880/600/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 060 32 01 0000 07 060 32 00 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 060 31 01 0000 07 060 31 00 0000

accessories: Cover hoods HSd 60

Colour: anthracite white

Art.-no.: 07 660 00 07 0000 07 660 00 01 0000

accessories: Spacer connection 5,5 cm HSd 60
Colour: anthrazit/stainless steel white/stainless steel

Art.-no.: 07 705 00 27 0000 07 705 00 21 0000

accessories: Base raising up to 91 cm with 2 side panels

also suitable for freestanding cookers

Art.-no.: 07 960 00 31 0000

+ High quality cast iron parts, loading door and 
ash door!

A connecting panel is required for installation in kitchen cabinets.

Automatic air and power control

slow coal combustion
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HSd 60.5-SF

      40 cm  80  120  120 
Model: HSd 60-SF with steel plate

Colour: anthracite white

output/Heating volume: 6 kW,  68 m2 6 kW,  68 m2

Weight/H/W/d: 119 kg, 850-880/600/600 mm 119 kg, 850-880/600/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 060 22 04 0000 07 060 22 03 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 060 21 04 0000 07 060 21 03 0000

Model: HSd 60.5-C-SF with ceramic glass plate

Colour: anthracite white

output/Heating volume: 6 kW,  68 m2 6 kW,  68 m2

Weight/H/W/d: 109 kg, 850-880/600/600 mm 109 kg, 850-880/600/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 060 32 04 0000 07 060 32 03 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 060 31 04 0000 07 060 31 03 0000

accessories: Cover hoods HSd 60

Colour: anthracite white

Art.-no.: 07 660 00 07 0000 07 660 00 01 0000

accessories: Spacer connection 5,5 cm HSd 60
Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 27 0000 07 705 00 21 0000

accessories: Base raising up to 91 cm with 2 side panels

also suitable for freestanding cookers

Art.-no.: 07 960 00 31 0000

+ High quality cast iron parts, loading door and 
ash door!

A connecting panel is required for installation in kitchen cabinets.

Automatic air and power control

slow coal combustion
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Model: HSd 40.5-SF with polished steel plate

Colour: anthracite white

Art.-no.: 07 040 21 01 0000 07 040 21 02 0000

output/Heating volume: 6 kW,  68 m2 6 kW,  68 m2

Weight/H/W/d: 88 kg, 850-870/400/600 mm 88 kg, 850-870/400/600 mm

Model: HSd 40.5-SF-C with ceramic glass plate

Colour: anthracite white

Art.-no.: 07 040 31 01 0000 07 040 31 02 0000

output/Heating volume: 6 kW,  68 m2 6 kW,  68 m2

Weight/H/W/d: 82 kg, 850-870/400/600 mm 82 kg, 850-870/400/600 mm

accessories: Cover hoods HSd 40

Colour: anthracite white

Art.-no.: 07 640 0017 0000 07 640 0001 0000

accessories: Spacer connection 5,5 cm HSd 40

Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 0052 0000 07 705 0051 0000

accessories: Base raising up to 91 cm with 2 side panels

also suitable for Hsd 60 freestanding cookers Hsd 40

Art.-no.: 07 940 0035 0000

accessories: Fire protection plate HSd 40 when installing into a fitted kitchenl

Art.-no.: 07 705 00 89 0000

+ High quality cast iron parts, loading door and ash 

door!

+ Viewing window

A connecting panel And a fire guard are required for installation in kitchen cabinets.
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Model: PLanaI.5 with steel plate

Colour: stainless steel/cotto stainless steel/granite

output/Heating volume: 8 kW,  100 m22 8 kW,  100 m2

Weight/H/W/d: 309 kg, 850-910/1200/620 mm 313 kg, 850-910/1200/620 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 22 42 0000 07 075 22 43 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 21 42 0000 07 075 21 43 0000

Model: PLanaI.5 with ceramic glass plate

Colour: stainless steel/cotto stainless steel/granite

output/Heating volume: 8 kW,  100 m22 8 kW,  100 m2

Weight/H/W/d: 296 kg, 850-910/1200/620 mm 300 kg, 850-910/1200/620 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 32 42 0000 07 075 32 43 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 31 42 0000 07 075 31 43 0000

accessories: Second site compartment with shelf insert

stone: cotto granite

Art.-no.: 07 175 32 14 0000 07 175 32 15 0000

accessories: Cover hoods 75 cm

Colour: stainless steel

Art.-no.: 07 675 00 09 0000

+ High quality cast iron parts, loading door and ash 

door!

+ standard equipment: one lateral part closed and one 
lateral part with compartment. (can be used left or right) 

Automatic air and power control

slow coal combustion
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Model: BSH 75.5 with steel plate BSH 75.5 with ceramic glass plate

Colour: stainless steel stainless steel

output/Heating volume: 8 kW,  100 m22 8 kW,  100 m2

Weight/H/W/d: 139 kg, 850-940/750/600 mm 126 kg, 850-940/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 075 22 31 0000 07 075 32 31 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 075 21 31 0000 07 075 31 31 0000

accessories: Cover hoods 75 cm

Colour: stainless steel

Art.-no.: 07 675 00 09 0000

+ High quality cast iron parts, loading door and ash 
door!

Automatic air and power control

slow coal combustion
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Model: dH 85.5 with steel plate

Colour: anthracite white

output/Heating volume: 7,5 kW,  90 m2 7,5 kW, 90 m2

Weight/H/W/d: 850-870/850/600 mm 850-870/850/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 185 22 03 0000 07 185 22 00  0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 185 21 03 0000 07 185 21 00 0000

accessories: Ceramic glass plate for dH

Art.-no.: 07 575 30 01 0000

accessories: Cover hoods wide 75 cm

Colour: anthracite white

Art.-no.: 07 675 00 17 0000 07 675 00 01 0000

accessories: Spacer connection 5,5 cm dH

Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 35 0000 07 705 00 31 0000

A connecting panel is required for installation in kitchen cabinets.

slow coal combustion
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Model: dH 75.5 with steel plate

Colour: anthracite white

output/Heating volume: 7,5 kW,  90 m2 7,5 kW, 90 m2

Weight/H/W/d: 125 kg, 850-870/750/600 mm 125 kg, 850-870/750/600 mm

Version: oven and flue pipe connection left oven and flue pipe connection left

Art.-no.: 07 175 22 23 0000 07 175 22 20 0000

Version: oven and flue pipe connection right oven and flue pipe connection right

Art.-no.: 07 175 21 23 0000 07 175 21 20 0000

accessories: Ceramic glass plate for dH

Art.-no.: 07 575 30 01 0000

accessories: Cover hoods

Colour: anthracite white

Art.-no.: 07 675 00 17 0000 07 675 00 01 0000

accessories: Spacer connection 5,5 cm dH

Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 35 0000 07 705 00 31 0000

A connecting panel is required for installation in kitchen cabinets.

slow coal combustion
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Model: Ha 85-5-a with lacquered steel plate

Colour: white

output/Heating volume: 7,5 kW,   90 m2

Weight/H/W/d: 130 kg, 850-870/850/600 mm

Version: oven and flue pipe connection left

Art.-no.: 07 185 12 00 0000

Version: oven and flue pipe connection right

Art.-no.: 07 185 11 00 0000

accessories: Ceramic glass plate

Art.-no.: 07 575 30 01 0000

accessories: Cover hoods

Colour: white

Art.-no.: 07 675 00 01 0000

accessories: Spacer connection 5,5 cm

Colour: white/white

Art.-no.: 07 705 00 11 0000

A connecting panel is required for installation in kitchen cabinets.

slow coal combustion
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Model: Ha 75-5-a with lacquered steel plate

Colour: white

output/Heating volume: 77,5 kW,   90 m2

Weight/H/W/d: 125 kg, 850-870/750/600 mm

Version: oven and flue pipe connection left

Art.-no.: 07 175 12 00 0000

Version: oven and flue pipe connection right

Art.-no.: 07 175 11 00 0000

accessories: Ceramic glass plate

Art.-no.: 07 575 30 01 0000

accessories: Cover hoods

Colour: white

Art.-no.: 07 675 00 01 0000

accessories: Spacer connection 5,5 cm

Colour: white/white

Art.-no.: 07 705 00 11 0000

A connecting panel is required for installation in kitchen cabinets.

slow coal combustion
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Model: Ha 50.5-a with steel plate Ha 40.5-a with steel plate

Art.-no.: 07 150 20 43 0000 07 140 20 43 0000

Colour: white white

output/Heating volume: 6,5 kW, 74 m2 6,5 kW,  74 m2

Weight/H/W/d: 94 kg, 850-870/500/600 mm 83 kg, 850-870/400/600 mm

accessories: Spacer connection 5,5 cm

Colour: white/white

Art.-no.: 07 705 00 11 0000

accessories: Fire protection plate

Art.-no.: 07 705 00 88 0000

accessories: adapter set for top flue pipe outlet Ha 40.5-a

Version: with polished steel plate

Art.-no.: 07 940 00 20 0000

+ Also available as oil cooker

A connecting panel And a fire guard are required for installation in kitchen cabinets.

slow coal combustion
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Model: HSz 50.5 with steel plate

Colour: anthracite white

Art.-no.: 07 150 20 45 0000 07 150 20 44 0000

output/Heating volume: 6,5 kW,  74 m2 6,5 kW,  74 m2

Weight/H/W/d: 96 kg/850-870/500/600 mm 96 kg/ 850-870/500/600 mm

Model: HSz 50.5 with ceramic glass plate

Colour: anthracite white

Art.-no.: 07 150 30 43 0000 07 150 30 42 0000

output/Heating volume: 6,5 kW,  74 m2 6,5 kW,  74 m2

Weight/H/W/d: 87 kg, 850-870/500/600 mm 87 kg, 850-870/500/600 mm

accessories: Cover hoods

Colour: anthracite white
Art.-no.: 07 650 00 17 0000 07 650 00 01 0000

accessories: Spacer connection 5,5 cm

Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 28 0000 07 705 00 21 0000

accessories: Fire protection plate

Art.-no.: 07 705 00 88 0000

+ High quality cast iron parts, loading door and 
ash door!

A connecting panel And a fire guard are required for installation in kitchen cabinets.

slow coal combustion
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Model: HSz 40.5 with steel plate

Colour: anthracite white

Art.-no.: 07 140 20 45 0000 07 140 20 44 0000

output/Heating volume: 6,5 kW,  74 m2 6,5 kW,  74 m2

Weight/H/W/d: 85 kg, 850-870/400/600 mm 85 kg, 850-870/400/600 mm

Model: HSz 40.5 with ceramic glass plate

Colour: anthracite white

Art.-no.: 07 140 30 43 0000 07 140 30 42 0000

output/Heating volume: 6,5 kW,  74 m2 6,5 kW,  74 m2

Weight/H/W/d: 78 kg, 850-870/400/600 mm 78 kg, 850-870/400/600 mm

accessories: Cover hoods

Colour: anthracite white

Art.-no.: 07 640 00 17 0000 07 640 00 01 0000

accessories: Spacer connection 5,5 cm

Colour: anthracite/stainless steel white/stainless steel

Art.-no.: 07 705 00 28 0000 07 705 00 21 0000

accessories: Fire protection plate

Art.-no.: 07 705 00 88 0000

accessories: adapter set for top flue pipe outlet

Version: for  steel plate

Art.-no.: 07 940 00 20 0000

+ High quality cast iron parts, loading door and ash 
door!

A connecting panel And a fire guard are required for installation in kitchen cabinets.

slow coal combustion
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oil stoves – oil cookers 
comfortable heating

Whether with tiled covering or designed as a wood stove with viewing 
window, Haas+sohn oil stoves are durable heat sources and are by far 
the most traditional Haas+sohn products. They convince by mature 
technology and decades of experience that we have in this area. igni-
ters and the possibility of a central oil supply provide for particularly 
comfortable heating.

YOur advantaGeS

+ comfortable and safe due to mature technology

+ ease of operation without electronics

 + well suited for replacing existing oil stoves 
   (utilisation of existing connections)

+ option for connection to a central oil supply system
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Model: vIKInG 468.50 vIKInG 468.50-ez - with electric ignition

Colour: pearl anthracite pearl anthracite

Art.-no.: 01 468 50 00 0000 01 468 50 01 0000

output/Heating volume: 5,5 kW,  58 m2 5,5  kW,  58 m2

Weight/H/W/d: 46 kg, 970/560/405 mm 48 kg, 970/560/405 mm

accessorie: Oil tank 8,5 l

Art.-no.: 01 446 85 09 0000

H/W/d: 320/250/125 mm
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Model: naXOS 408.50

Colour: braun

Art.-no.: 01 408 50 02 0000

output/Heating volume: 5,5 kW, 58 m2

Weight/H/W/d: 24 kg, 710/560/320 mm

Model: andrOS 403.50-rO (smoke outlet at top)

Colour: brown

Art.-no.: 01 403 50 03 0000

output/Heating volume: 5,5 kW, 58 m2

Weight/H/W/d: 27 kg, 710/560/320 mm

Model: andrOS 403.35-W andrOS 403.50-W 

(smoke outlet at back and the side) (smoke outlet at back and the side)

Colour: brown brown

Art.-no.: 01 403 35 02 0000 01 403 50 02 0000

output/Heating volume: 4 kW,  35 m2 5,5 kW, 58 m2

Weight/H/W/d: 22 kg, 635/515/295 mm 27 kg, 710/560/320 mm



CaPrI-II • eLBa • eLBa-II
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Model: CaPrI-II 400.50

Colour: white

Art.-no.: 01 400 50 12 0000

output/Heating volume: 5,5 kW, 58 m2

Weight/H/W/d: 27 kg, 710/560/320 mm

Model: eLBa 406.40 eLBa-II 406.55

Colour: brown/sand beige brown/sand beige

Art.-no.: 01 406 40 00 0000 01 406 55 01 0000

output/Heating volume: 4 kW,  35 m2 5,5 kW, 58 m2

Weight/H/W/d: 22 kg, 635/515/290 mm 28 kg, 710/560/320 mm
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CaPrI • aPart • CaPrI-II • aPart-II

  120 

CaPrI 
aPart

Model: CaPrI 400.35-z CaPrI-II 400.50-z CaPrI 400.35 CaPrI-II 400.50 CaPrI 400.65/2

Version:: with e-ignition with e-ignition - - -

Colour: brown/sand beige brown/sand beige brown/sand beige brown/sand beige brown/sand beige

Art.-no.: 01 400 35 01 0000 01 400 50 11 0000 01 400 35 00 0000 01 400 50 10 0000 01 400 65 02 0000

output/Heating volume: 4 kW,  35 m2 5,5 kW,  58 m2 4 kW,  35 m2 5,5 kW,  58 m2 7 kW,  82 m2

Weight/H/W/d: 23 kg, 635/515/290 mm 28 kg, 710/550/320 mm 22 kg, 635/515/290 mm 27 kg, 710/550/320 mm 28 kg, 710/550/320 mm

Model: aPart 401.35 aPart-II 401.50 aPart 401.65/2

Colour: brown brown brown

Art.-no.: 01 401 35 02 0000 01 401 50 03 0000 01 401 65 03 0000

output/Heating volume: 4 kW,  35 m2 5,5 kW,  58 m2 7 kW,  82 m2

Weight/H/W/d: 22 kg, 630/520/295 mm 27 kg, 710/560/320 mm 27 kg 710/550/320 mm
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Model: zÜrICH-II 490.50-z

Colour: kork

Art.-no.: 01 490 50 41 0000

output/Heating volume: 6 kW,  68 m2

Weight/H/W/d: 96 kg. 820/720/390 mm

+ Ceramic cladding

+ e-ignition
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switching valve (UV) Quick release  
fastener valve Composite can Pressure regulator filter

Art. no. 11 505 08 10 0000 11 504 08 09 0000 11 505 08 05 0000 11 505 08 01 0000 11 505 08 02 0000

dimensions mm 8 x 8 x 8 mm 8 x 8 mm chrome-plated 8 x 8 mm
pA=1200 mm
Ws 8 mm 8 x 8 mm

Union nut Cap nut Hose with copper  
nozzles

Hose with copper  
nozzles

Hose with copper  
nozzles

Art. no. 11 504 08 08 0000 11 504 08 07 0000 11 503 80 50 0000 11 503 80 75 0000 11 503 81 00 0000
dimensions mm 8 mm 8 mm 8 x 500 mm 8 x 750 mm 8 x 1000 mm

straight screw  
connection

Angled corner  
connection

T-shaped screw  
connection

straight screw-in 
connection Cutting ring

Art. no. 11 504 08 01 0000 11 504 08 02 0000 11 504 08 03 0000 11 504 08 05 0000 11 504 08 21 0000
dimensions mm 8 x 8 mm 8 x 8 mm 8 x 8 x 8 mm 8 mm x 1/4“ keg. steel 8 mm

Pressure storage device 330.902 oil press submersible pump 280.902
without pressure storage Pressure storage device 500.781

Art. no. 11 501 33 00 0000 11 501 28 00 0000 11 501 50 00 0000
H/W/d mm 220/245/180 Ø 36 215/285/170

output 10 l/h
delivery head 15 m
suction head 3 m

output 7 l/h
delivery head 8 m
suction head 1,58 m

output 20 l/h
delivery head 16 m
suction head 4 m

CentraL OIL SuPPLY 
SYSteM 

All HAAs+soHn oil stoves can be connected to a 
central oil supply!                                                                            

if you store your heating oil in an oil tank, your oil stove 
is supplied by a pipe.

There is no need to fill up the oil stove and you can heat 
the room conveniently, safely and for longer.
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Model: 421.50 420.40 420.40-z

Version:: with lacquered steel plate with lacquered steel plate with lacquered steel plate, e-ignition

Colour: white white white

Art.-no.: 07 350 10 20 0000 07 340 10 30 0000 07 340 10 31 0000

output/Heating volume: 5 kW,  50 m2 5 kW,  50 m2 5 kW,  50 m2

Weight/H/W/d: 65 kg, 850-870/500/600 mm 50 kg, 850-870/400/600 mm 50 kg, 850-870/400/600 mm

Model: adapter set for top flue pipe outlet for 420.40

Version:: with lacquered steel plate

Art.-no.: 07 940 00 30 0000
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Companion sets 4–pcs. 5–pcs. 4–pcs. 4–pcs.

Height 69 69 71 71

Colour stainless steel stainless steel stainless steel knight/antique

Art.-no. 11 301 50 10 0000 11 301 40 15 0000 11 301 40 14 0000 11 301 40 07 0000

ComPAnion seTs
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B

L

R

E

flooR PRoTeCToRs single-PAne sAfeTy glAss (esg)  
WiTH PolisHed edge, 6 mm THiCk

with polished edge with decorative edge

 decorative edge
+ decorative edge with smooth transition 
+ standard 9 mm rubber seal can be glued on  
    no penetration of dirt and humidity under the floor     
    protector

eLeGant and SaFe
+ visual enhancement of your wood stove
+ flooring protection
+ safety glass 6 mm with polished edge
   fire protection for combustible floors 
   (e.g. wood floors)

safety glass with decorative edge

fireplace panel cleaner

Volume 300 ml

Art.-no. 11 405 50 02 0000

square, bevelled edges square, segmental arch with decorative edge drop

l x W mm 1000 x 1000 1000 x 1000/R = 800 1000 x 1000 /R = 500 1000 x 1000/R = 800

Art.-no. 11 156 10 20 0000 11 159 10 30 0000 11 159 10 40 0000 11 159 10 32 0000

rectangular  with decorative edge square bevelled edge 45° square with semi-circular arch

l x W 900 x 750 900 x 750 1000 x 1000 1000 x 1000 x 580 1000 x 1000/R = 500

Art.-no. 11 154 09 20 0000 11 154 09 22 0000 11 154 10 20 0000 11 155 10 20 0000 11 159 10 20 0000
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12
london easy 347.15-C
london easy 347.15

8
8

830/850/355

817/632/355

250/500
250/500

300/530/245

300/530/245

683
683

175
175

150

150

133
120

6,5/315/12
6,5/315/12

13 TRenTo easy 349.15-C 6 963/525/470 265/350 350/335/330 * 167 150 130 6,3/264/12

14 olbiA easy 209.15 6 1158/545/545 342/320 410/288/390 - 132 150 148 5,6/330/12

15 gAsTein easy 350.15 6 1215/482/380 370/400 470/375/230 1089 132 150 132 5,4/309/12

16 Wien easy 351.15 6 1215/482/380 370/400 470/375/230 1089 132 150 120 5,4/326/12

17 TURin easy 350.15 6 1215/840/380 370/400 470/375/230 1089 132 150 145 5,4/309/14

18 inZell easy 350.15 6 1555/482/380 370/400 470/375/230 1149 132     150 141 5,4/309/14

19 sAlZbURg easy 351.15 6 1555/482/380 370/400 470/375/230 1149 132     150 124 5,4/365/12

20 dk lAUsiTZ easy 352.15-sT 6 1255/552/380 370/400 470/375/230 1089 132 150 195 5,4/309/14

21 ARUbA easy 220.17-sT 6 1030/700/365 360/350 410/360/220 845 120 150 168/178 6,2/294/11

22 HeRboRn easy 6 943/492/486 280/300 340/300/290 781 105     150 105 5,4/300/12-10

23 RUbUs easy 295.15-sT 6    960/480/490 280/300 340/300/290 781 105  150 129/137 5,4/300/12–10

24 bAli easy 296.17-sT 6 985/610/495 285/260 300/290/300 800 100     150 130–137 5,4/300/12–10

25 PyRUs easy 294.15-sT 6 1050/540/490 280/300 340/300/290 781 105    150 183/201 5,4/300/12–10

26 fiCUs-iii 287.12-g 5 1550/464/464 361/334 360/330/250 1268 230 150 130 4,7/290/12–10

27 fiCUs-ii-RlU 292.12-g 5 1550/464/464 361/334 360/330/250 1268 230 150 131 2,8/326/12

28 kAliUs-iii 286.12-g 5 1550/464/464 365/334 360/330/340 1268 230    150 128 4,7/290/12–10

29 kAliUs-iii  286.12-P 5 1170/464/464 365/334 360/330/340 1078 230    150 118 4,7/290/12–10

30 kAliUs-ii-RlU 291.12-g 5 1550/464/464 365/334 360/330/340 1268 230    150 128 2,8/326/12

30 kAliUs-ii-RlU 291.12-P 5 1170/464/464 365/334 360/330/340 1078 230   150 117 2,8/326/12

32 i-2100 8 1130/602/486 460/350 320/350/330 995 132   150 217/234 6,8/295/12–10

33 kUoPio-ii 265.17-sT 8 1140/778/635 480/390 360/345/310 – 219 150 207 7,6/300/12–10

34 HAsVik 231.17-sT 8 1197/662/466 480/345 400/360/315 1062 100 150 267/294 7,5/290/12–10

35 ViToRRe 275.15-sT 7 1027/550/436 300/370 240/375/255 - 125 150 129 6,5/290/12–10

36 monTegRoTTo-ii 305.15-sT 7 1073/540/428 300/370 240/375/255 - 131 150 135 6,8/290/12-10

37 TReViso 320.15-C 8 1100/750/486 300/388 300/388/250 1004 108 150 142 6,0/334/12-10

38 noRdiC 8 685/640/330 – 170/490/200 – 127 130 65 9,1/236/12-10

39 ARkTiC 12 806/670/346 – 230/550/220 695 143 150 92 10,2/331/12-10

40 AARHUs-ii 284.17-sT 7 1030/535/450 300/370 240/375/325 - 131 150 115 6,8/290/12–10

41 molde 305.15-sT 7 1073/540/427 305/350 240/375/255 - 131 150 133/140 6,8/290/12–10

42 PiCo 286.12

PiCo 286.12-sT

5
5

860/500/387 
882/495/383

260/280
260/280

250/350/270

250/350/270

-
-

122
122

150

150

83
128

3,6/320/12–10
3,6/320/12–10

TeCHniCAl dATA
WOOd StOveS easy

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa

WOOd StOveS

WOOd StOveS classic
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64 HsP 2.17 Home-ii 8 967/498/523 17 0,5-1,9 270 80 90 5,7/198/11

65 HsP 2.17 PRemiUm-ii 8 960/525/515 17 0,5-1,9 270 80 95 5,7/198/11

66
HsP 6 PelleTTo-iii 434.08
HsP 6 PelleTTo-iii 434.08-C

8 1172/545/510 32 0,5-1,9 215 80
104
120

5,6/206/11

67
HsP 6 PelleTTo-iii 419.08
HsP 6 PelleTTo-iii 419.08-C

8 985/545/510 17 0,5-1,9 175 80
95
108

5,6/206/11

68 HsP 6 PelleTTo-iii-RlU-Pgi 8 986/525/498 17 0,5-1,9 175 80 108 5,6/206/11

69/70
HsP 6 PAllAZZA-iii 534.08
HsP 6 PAllAZZA-iii 534.08-C

8
1192/561/546

32 0,5-1,9 215 80
95

136
5,6/206/11

71/72/73
HsP 6 PAllAZZA-iii 519.08-sT 
HsP 6 PAllAZZA-iii 519.08-C
HsP 6 PAllAZZA-iii 519.08

8
1001/561/546
1001/561/546
1001/557/495

17 0,5-1,9 175 80
139
125
95

5,6/206/11

74 HsP 6 PAllAZZA-iii 520.08-RlU-Pgi 8 1001/557/495 17 0,5-1,9 175 80 95 5,6/206/11

75 HsP 8 Home 8 1082/795/434 32 0,5-1,9 178 80 151 5,8/201/11

76 HsP 8 CATAniA-ii 444.08-sT 8 1082/795/434 32 0,5-1,9 178 80 123 5,8/201/11

77 HsP 8 CATAniA-ii-RlU 443.08-sT 8 1082/795/434 32 0,5-1,9 178 80 123 5,8/201/11

78 HsP 8 lUCCA-ii 445.08-sT 8 1082/795/434 32 0,5-1,9 178 80 142 5,8/201/11

79 HsP 8 lUCCA-ii-RlU 442.08-sT 8 1082/795/434 32 0,5-1,9 178 80 142 5,8/201/11

48 AQUA TRenTo easy 346.15-C 8 963/525/470 265/350 320/355/330 14 - 167 150 160 7/266/12

49 AQUA RiVA easy 345.15-sT 8 1015/537/485 265/350 320/335/330 14 * 167 150 180 7/266/12

50 AQUARis 336.15-WT 10 990/585/540 290/250 320/340/330 14 740 200 150 166 2,9/265/12-10

51 AQUA sinn 334.27-sT 15 1230/620/604 280/395 270/414/345 16 * 186 150 250 2,9/265/12-10

52 ANDRUS-WT 15 1230/620/604 - 270/414/345 16 186 150 150 * 4,1/209/12–10

53 ARKTIC 12-WT 12 827/649/574 – 215/513/343 8,5 678 214 150 153-159 9,8/262/12-10

54 MANTOVA-WT 10 962/506/539 – 225/325/325 14 816 197 150 128-136 8,2/261/12-10

55 AQUA 187.19-WT 17 1720/778/440 580/310 670/500/390 74 1823 - 180 287 10,3/166/12–10

56 VESUVIO 20 25 1297/769/639 550/373 371/528/396 71 1292 – 180 209 7,2/253/12-10

PeLLet StOveS

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa

HIdrOnIC StOveS

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa

* Value not available at time of printing
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103
Hsd 90.5 
Hsd 90.5-C

8 850–880/900/600 180/200 260/215/410 270/330/410 690!/125/110 120
149
136

5,8/280/12

104 Hsd 90.5-sf  8 850–880/900/600 180/200 260/215/410 270/330/410 690!/126/110 120 136–149 8,8/250/12

105/106
HsdZ 75.5 easy
HsdZ 75.5-C easy

8 850-880/750/600 200/175 250/215/410 270/330/415 690!/125/110 120
137
124

8,8/250/12

107/108
HsdZ 75.5-sf easy
HsdZ 75.5-sf-C easy

8 850–880/750/600 180/200 260/215/410 270/330/410 690!/126/110 120 124-137 8,8/250/12

109
Hsd 60.5 
Hsd 60.5-C

6 850–880/600/600 180/140 260/155/390 270/260/410 690!/125/110 120
119
109

9,9/255/12

110 Hsd 60.5-sf 6 850–880/600/600 180/140 260/155/410 270/260/410 690!/126/110 120 109–119 9,9/255/12

111
Hsd 40.5-sf
Hsd 40.5-sf-C

6 850-870/400/600 200/175 260/200/350 - 690!/125/200 120
88
82

5,9/312/6

112 PlAnAi.5 8 850–910/1200/620 180/200 260/215/410 270/330/410 690!/125/110 120 296–313 8,7/260/12–10

113 bsH 75.5 8 850–940/750/600 180/200 260/215/410 270/330/410 690!/125/110 120 126–139 8,7/260/12–10

114 dH 85.5 7,5 850–870/850/600 150/190 260/190/400 270/330/410 690!/126/160 120 130 5,4/280/12–10

115 dH 75.5 7,5 850–870/750/600 150/190 260/190/400 270/330/410 690!/125/110 120 125 5,4/280/12–10

116 HA 85.5-A 7,5 850–870/850/600 150/190 260/190/400 270/330/410 690!/125/160 120 130 5,4/280/12–10

117 HA 75.5-A 7,5 850–870/750/600 150/190 260/190/400 270/330/410 690!/125/110 120 125 5,4/280/12–10

118 HA 50.5-A 6,5 850–870/500/600 125/190 340/200/260 - 690!/165/250 120 94 5,5/330/12–10

118 HA 40.5-A 6,5 850–870/400/600 125/190 340/200/260 - 690!/165/200 120 83 5,5/330/12–10

119
HsZ 50.5 
HsZ 50.5-C

6,5 850–870/500/600 125/190 340/200/260 - 690!/165/250 120
87
96

5,5/330/12–10

120
HsZ 40.5 
HsZ 40.5-C

6,5 850–870/400/600 125/190 340/200/260 - 690!/165/200 120
85
78

5,5/330/12–10

84 PinUs-ii 218.17 8 1260/640/470 570/350 450/350/226 1245 150 130 7,2/290/12-10

94 PResTige-ii 181.18 8 1281/650/484 530/360 450/530/390 1192 180 136 8,0/330/12–10

95 komfoRT-iV 180.18 8 1282/718/420 580/370 450/570/350 1193 180 145 8,0/330/12–10

96 esPRiT-iV 185.16 7 1389/430/440 320/420 450/340/380 1310 160 120 7,0/290/12–10

! Height adjustable from 690 - 710/720 mm

ranGe COOKerS

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa

FIre PLaCe InSertS

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa
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122 Viking 468.50 5,5 970/560/405 0,24/0,69 – – 760 120 46 4,50/277/14–10

123 AndRos 403.35-W 4 635/515/290 0,18/0,44 8,5 • – 495 120 22 3,02/370/16–12

123 AndRos 403.50-W 5,5 710/560/320 0,24/0,75 10,0 • – 570 120 27 6,64/370/18–14

123 AndRos 403.50-Ro 5,5 710/560/320 0,24/0,75 10,0 • – 770 120 27 6,64/370/18–14

123 nAXos 408.50 5,5 710/560/320 0,24/0,75 10,0 – – 570 120 24 6,64/370/18–14

124 CAPRi-ii 400.50 5,5 710/560/320 0,24/0,75 10,0 – – 570 120 27 6,64/370/18–14

124 elbA-ii 406.40 4 635/515/290 0,18/0,44 8,5 – – 495 120 22 3,02/370/16–12

124 elbA-ii 406.55 5,5 710/560/320 0,24/0,75 10,0 – – 570 120 28 6,64/370/18–14

125 CAPRi 400.35 4 635/515/290 0,18/0,54 8,5 – – 495 120 22 2,7/300/12–15

125 CAPRi 400.35-Z 4 635/515/290 0,18/0,54 8,5 – • 495 120 23 2,7/300/12–15

125 CAPRi-ii 400.50 5,5 710/550/320 0,24/0,69 10,0 – – 570 120 27 3,7/330/12–17

125 CAPRi-ii 400.50-Z 5,5 710/550/320 0,24/0,69 10,0 – • 570 120 28 3,7/330/12–17

125 CAPRi 400.65/2 7 710/550/320 0,24/0,90 10,0 – – 570 120 28 3,7/330/12–17

125 APART 401.35 4 630/520/295 0,18/0,54 8,35 – – 495 120 22 2,7/300/12–15

125 APART-ii 401.50 5,5 710/550/320 0,24/0,69 10,0 – – 570 120 27 3,7/330/12–17

126 ZüRiCH-ii 490.50-Z 6 820/720/390 0,24/0,75 10,0 – • 660 120 96 6,64/370/18–14

128 421.50 5 850-870/500/600 690/170/250 0,20/0,67 8,5 – 62 5,0/350/18–14

128 420.40 5 850-870/400/600 690/165/200 0,20/0,67 8,5 50 5,0/350/18–14

 

OIL StOveS

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa

optional

OIL COOKerS

Page model/type-no. output kW H/W/d mm Weight kg flue gasses - tripple values 
g/s / °C / Pa

optional
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Notes:

room heating capacity
output  according to standards din 18893*

kW/h
1) continuous 
heating m3

2) Temporary 
heating m3

4,0 88/53/35 56/35/22
4,5 105/63/41 71/43/28
4,7 113/67/45 72/44/29
5,0 124/73/48 75/46/30
5,5 144/84/56 88/53/34
5,8 160/90/60 101/57/38

room heating capacity
output  according to standards din 18893*

kW/h
1) continuous 
heating m3

2) Temporary 
heating m3

6,0 170/98/67 108/62/42
6,5 186/107/73 118/68/46
7,0 205/120/82  124/73/48
7,5  225/132/90 114/84/56
8,0  250/145/98 165/95/65

10,0 340/220/130 225/132/90

1) in case of continuous heating in buildings whose thermal insulation does not meet the relevant requirements. 
2) in case of temporary heating, however, the regular interruption intervals of the heating operation do not last longer than 8 hours. 
*for buildings with heat insulation there are higher values for the room heating capacity.
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Notes:
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Notes:
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Notes:
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Notes:
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